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ABD ABANDONED

AC ACRE

ADDL ADDITIONAL

ALT ALTERNATE

ALUM ALUMINUM

APPROX APPROXIMATE

ARV AIR RELEASE VALVE

ARVV AIR RELEASE VACUUM
VALVE

ASPH ASPHALT

ASTM AMERICAN SOCIETY FOR
TESTING MATERIALS

-------------------------

BFP BACKFLOW PREVENTER

B/L BASE LINE

BLDG BUILDING

BLK BLOCK

BM BENCHMARK

BO BLOW-OFF

BOC BACK OF CURB

BRG BEARING

BS BOTTOM STEP ELEVATION

BV BUTTERFLY VALVE

BW BOTTOM OF WALL

-------------------------

C&G CURB AND GUTTER

CB CATCH BASIN

CD CONDENSATE PIPE

CEM CEMENT

CFS CUBIC FEET PER SECOND

CI CAST IRON

CV CHECK VALVE

C/L CENTER LINE

CL CLEARANCE

CM CONCRETE MONUMENT

CMP CORRUGATED METAL PIPE

CMPA CORRUGATED METAL
PIPE ARCH

CND CONDUIT

CO CLEAN OUT

COL COLUMN

CONC CONCRETE

CONN CONNECTION

CONST CONSTRUCT

CONT CONTINUOUS

CONTR CONTRACTOR

COR CORNER

CPLG COUPLING

CTG COATING

CTR CENTER

CATV CABLE TELEVISION

CULV CULVERT

CY CUBIC YARD

-------------------------

D DEGREE OF CURVATURE

DA DRAINAGE AREA

DBL DOUBLE

DDCVA DOUBLE DETECTOR CHECK
VALVE ASSEMBLY

DIA DIAMETER

DIP DUCTILE IRON PIPE

DR DRAIN

DWG DRAWING

-------------------------

E EAST

EA EACH

ECC ECCENTRIC

EL ELEVATION

ELEC ELECTRIC

ELLIP ELLIPTICAL

EOP EDGE OF PAVEMENT

EQ EQUATION

ESMT EASEMENT

EX ELEV EXISTING ELEVATION

EXIST EXISTING

EXP EXPANSION

EXT EXTENSION

-------------------------

FDOT FLORIDA DEPARTMENT OF
TRANSPORTATION

F.F. FINISH FLOOR ELEVATION

FH FIRE HYDRANT

FIT FITTING

FLG FLANGE

FM FORCEMAIN

FL FLOW LINE

FT FEET OR FOOT

-------------------------

GA GUAGE

GAL GALLON

GALV GALVANIZED

GM GAS MAIN

GPM GALLONS PER MINUTE

GR GRADE

GRT GRATE

GRTG GRATING

GV GATE VALVE

GPH GALLONS PER HOUR

-------------------------

HB HOSE BIBB

HDPE HIGH DENSITY
POLYETHYLENE

HORZ HORIZONTAL

HP HORSEPOWER

HT HEIGHT

HWL HIGH WATER LEVEL

-------------------------

ID INSIDE DIAMETER

IN INCHES

INL INLET

INSTL INSTALL

INTR INTERIOR

IP IRON PIPE

INV INVERT

IW INDUSTRIAL WATER (FIRE)

-------------------------

JB JUNCTION BOX

JCT JUNCTION

JT JOINT

-------------------------

L LENGTH OF CURVE

LAT LATERAL

LBS POUNDS

LBR LIMEROCK BEARING RATIO

LF LINEAR FEET

LOW LIMIT OF WORK

LP LIGHT POLE

LT LEFT

LWL LOW WATER LEVEL

-------------------------

MATL MATERIAL

MAX MAXIMUM

MECH MECHANICAL

MFR MANUFACTURE

MGD MILLION GALLONS PER DAY

MH MANHOLE

MI MILE

MIN MINIMUM

MISC MISCELLANEOUS

MJ MECHANICAL JOINT

MON MONUMENT

-------------------------

N NORTH

N&C NAIL AND CAP

NE NORTHEAST

NO NUMBER

NOM NOMINAL

NTS NOT TO SCALE

NW NORTHWEST

NWE NORMAL WATER ELEVATION

-------------------------

OC ON CENTER

OD OUTSIDE DIAMETER

OPNG OPENING

OPP OPPOSITE

OVFL OVERFLOW

OVHD OVERHEAD

-------------------------

PVMT PAVEMENT

PCC POINT OF COMPOUND
CURVE

PEP POLYETHYLENE PIPE

PI POINT OF INTERSECTION

P/L PROPERTY LINE

POB POINT OF BEGINNING

POC POINT OF CONNECTION

PC POINT OF CURVE

POJ PUSH ON JOINT

PP POWER POLE

PRC POINT OF REVERSE CURVE

PRM PERMANENT REFERENCE 
MONUMENT

PROP PROPOSED

PROJ PROJECT

PT POINT OF TANGENCY

PVC POLYVINYL CHLORIDE

PV PLUG VALVE

PW POTABLE WATER

-------------------------

Q DISCHARGE (FLOW RATE)

-------------------------
R RADIUS

RNG RANGE

RCP REINFORCED CONCRETE
PIPE

RCPA REINFORCED CONCRETE
PIPE ARCH

RD ROOF DRAIN

RED REDUCER

REINF REINFORCED

REQD REQUIRED

RPZBFP REDUCED PRESSURE ZONE
BACKFLOW PREVENTER

RT RIGHT

R/W RIGHT-OF-WAY

-------------------------

S SOUTH

SCHED SCHEDULE

SE SOUTHEAST

SECT SECTION

SGL SINGLE

SHTG SHEETING

SL SLOPE

SPCG SPACING

SPEC SPECIFICATION

SF SQUARE FOOT

SQ SQUARE

SAN SANITARY SEWER

SST STAINLESS STEEL

STA STATION

STD STANDARD

STL STEEL

STS STORM SEWER

SW SOUTHWEST, SIDEWALK

SYM SYMMETRICAL

STR STRUCTURE

-------------------------

T TANGENT

TBM TEMPORARY BENCHMARK

TBR TO BE REMOVED

TC TOP OF CURB

TEL TELEPHONE

TEMP TEMPORARY

THK THICKNESS

TOB TOP OF BANK

TRANS TRANSITION

TS TOP STEP ELEVATION

TW TOP OF WALL

TWP TOWNSHIP

TYP TYPICAL

-------------------------

UD UNDERDRAIN W/SOCK

USC&GS U.S. COASTAL & GEODETIC
SURVEY (NOW NATIONAL
GEODETIC SURVEY)

USGS U.S. GEODETIC SURVEY

UTC UNDERGROUND TELEPHONE
CABLE

UTVC UNDERGROUND TELEVISION
CABLE

UELEC UNDERGROUND  
ELECTRICAL CABLE

VC VERTICAL CURVE

VCP VITRIFIED CLAY PIPE

VERT VERTICAL

VPC VERTICAL POINT OF CURVE

VPI VERTICAL POINT OF
INTERSECTION

VPT VERTICAL POINT OF
TANGENCY

-------------------------

W WEST

W/ WITH

WM WATERMAIN

W/O WITHOUT

WWF WELDED WIRE FABRIC

WT WEIGHT

-------------------------

X COORDINATE DISTANCE
(EAST-WEST)

XING CROSSING

RD ROAD

-------------------------

Y COORDINATE DISTANCE
(NORTH-SOUTH)

YDS YARDS

-------------------------

CIVIL STANDARD ABBREVIATIONS

.

4. FIELD SURVEY THE CONSTRUCTION LIMITS AND INSTALL STAKES WITH COLORED RIBBONS FOR OWNER'S REVIEW
AND APPROVAL PRIOR TO CONSTRUCTION.  AFTER APPROVAL, INSTALL ALL REQUIRED EROSION AND
SEDIMENTATION CONTROL MEASURES PRIOR TO START OF CONSTRUCTION.

5. CLEAR, GRUB, AND STRIP AREAS AS NECESSARY WITHIN THE LIMITS OF CONSTRUCTION UNLESS OTHERWISE
NOTED.

6. WALT DISNEY WORLD VERTICAL DATUM (NGVD-'29).  COORDINATES BASED ON WALT DISNEY WORLD HORIZONTAL
DATUM.

7. PROTECT ANY NGVD-'29 MONUMENTS LOCATED WITHIN THE LIMITS OF CONSTRUCTION. IF THE CORNER MONUMENT
IS IN DANGER OF BEING DESTROYED OR DAMAGED, NOTIFY THE FOLLOWING PRIOR TO CONSTRUCTION:

OCEAN SERVICE ADVISOR RCES SURVEY AND MAPPING
C/O DEPARTMENT OF NATURAL RESOURCES PO BOX 10000
BUREAU OF SURVEYING AND MAPPING LAKE BUENA VISTA, FL 32830
3900 COMMONWEALTH BOULEVARD JAY BECKER
TALLAHASSEE, FLORIDA 32030  (407) 560-6198
(850) 488-2427

8. THE LOCATION OF ALL EXISTING UTILITIES AND DRAINAGE STRUCTURES SHOWN ARE BASED ON AVAILABLE
INFORMATION.  PRIOR TO CONSTRUCTION, CONTRACTOR SHALL FIELD LOCATE ALL EXISTING FACILITIES WITHIN AND
ADJACENT TO THE LIMITS OF CONSTRUCTION.

9. ALL WORK SHALL BE ACCOMPLISHED IN ACCORDANCE WITH THE PLANS AND SPECIFICATIONS CONTAINED HEREIN
AND/OR OTHERWISE REQUIRED BY APPLICABLE FEDERAL, STATE AND LOCAL CODES, ORDINANCES, AND
REGULATIONS. IN THE EVENT OF A CONFLICT BETWEEN THE REQUIREMENTS, THE MOST STRINGENT SHALL APPLY
AS DETERMINED BY THE OWNER'S REPRESENTATIVE.

10. ALL FLORIDA DEPARTMENT OF TRANSPORTATION INDEXES REFER TO THE LATEST EDITION OF THE DESIGN
STANDARDS.

11.CONTRACTOR SHALL MAINTAIN DAILY RECORD DRAWINGS INCLUDING DATA RELATED TO ALL SURFACE FEATURES
AT ALL TIMES DURING CONSTRUCTION.  RECORD DRAWING INFORMATION SHALL INCLUDE (AT A MINIMUM)
HORIZONTAL LOCATIONS AND INVERT ELEVATIONS, AND CLEARANCE DISTANCES BETWEEN PIPE CROSSINGS (AND
TOP ELEVATION IF APPLICABLE) OF ALL DRAINAGE AND UTILITY PIPE SYSTEMS INCLUDING IRRIGATION SLEEVES AND
MATERIALS AND SIZES OF ALL DRAINAGE AND UTILITY FEATURES.  INFORMATION SHALL BE LEGIBLY HANDWRITTEN
ON THE MOST CURRENT SET OF CONSTRUCTION DRAWINGS, AS WELL AS TYPE  WRITTEN IN TABULAR FORMAT.
UPON COMPLETION OF THE PROJECT SUBMIT ONE COMPLETE SET OF RECORD DRAWINGS CERTIFIED BY A
PROFESSIONAL LAND SURVEYOR REGISTERED IN THE STATE OF FLORIDA.

12.UTILITY COMPANY POINTS OF CONTACT ARE SHOWN FOR INFORMATION PURPOSES ONLY.  DIRECTION ON UTILITY
CONSTRUCTION WILL BE PROVIDED BY THE WDI CONSTRUCTION MANAGER.

REEDY CREEK ENERGY SERVICES BEFORE DIG - PEGGY KNOWLES - (407) 560-6539
5300 CENTER DRIVE UTILITY EMERGENCY (24/7) - (407) 824-4185
LAKE BUENA VISTA, FL. 32830

REEDY CREEK IMPROVEMENT DISTRICT (RCID)   MANAGER - KATE KOLBO - (407) 828-2250
PLANNING AND ENGINEERING COMPLIANCE - MELISSA PULVER - (407) 828-3841
1920 EAST BUENA VISTA DRIVE, SUITE A
LAKE BUENA VISTA, FL. 32830

REEDY CREEK ENERGY SERVICES (RCES)   GENERAL - JASON HERRICK - (407) 824-4759
5300 NORTH CENTER DRIVE WATER/SEWER - WES BYRNE - (407) 824-3684
LAKE BUENA VISTA, FL. 32830 ELECTRICAL - JERRY MURPHY - (407) 824-4194

NATURAL GAS - ED GODWIN - (407) 824-4943

SMART CITY TELECOM DAVE CAWLEY - (407) 828-6648
3100 BONNET CREEK ROAD
LAKE BUENA VISTA, FL. 32830

13.IF HISTORICAL OR ARCHEOLOGICAL ARTIFACTS, SUCH AS INDIAN ARTIFACTS, ARE DISCOVERED AT ANY TIME WITHIN
THE PROJECT SITE, IMMEDIATE NOTIFICATION SHALL BE PROVIDED TO THE FOLLOWING:

- WALT DISNEY IMAGINEERING (WDI) - JIM YAWN (407) 560-7875 FIRST POINT OF CONTACT
- THE SOUTH FLORIDA WATER MANAGEMENT DISTRICT OFFICE (407) 858-6100
- THE BUREAU OF HISTORIC PRESERVATION, (850) 245-6300

DIVISION OF HISTORICAL RESOURCES, R.A.
GRAY BUILDING, 500 S. BRONOUGH STREET, TALLAHASSEE, FL. 32399-0250

14.THE ACCESS TO AND FROM THE SITE MAY FROM TIME TO TIME CHANGE AT THE DIRECTION OF THE OWNER.
HANDLING OPERATIONS MAY REQUIRE RCID RIGHT-OF-WAY PERMITS, WHICH ARE THE RESPONSIBILITY OF THE SITE
CONTRACTOR.

15.CONTRACTOR TO PROVIDE AND MAINTAIN AT NO EXPENSE TO THE OWNER, ALL NECESSARY ROADS OR TRAILS FOR
HAULING.

16.DURING CONSTRUCTION THE CONTRACTOR SHALL PROVIDE TEMPORARY SEEDING AND MULCHING OR SOD FOR
AREAS THAT HAVE BEEN CLEARED AND NOT REWORKED WITHIN 7 CALENDAR DAYS DURING THE WET SEASON
(APRIL THROUGH SEPTEMBER) AND 14 CALENDAR DAYS DURING THE DRY SEASON (OCTOBER THROUGH MARCH).
ALSO, ALL SIDE SLOPES SHALL BE SODDED OR SEEDED AND MULCHED WITHIN 7 DAYS DURING WET SEASON AND 14
DAYS DURING THE DRY SEASON.

17.CONTRACTOR TO PROVIDE A CLEANING FACILITY ON SITE TO CLEAN/REMOVE MUD FROM CONSTRUCTION VEHICLES
BEFORE THEY ARE ALLOWED TO LEAVE THE CONSTRUCTION SITE (IF NEEDED). MUD TRACKING ON EXISTING
ROADWAYS IS NOT PERMITTED.

18.CONTRACTOR SHALL COMPLY WITH OSHA AND OTHER APPLICABLE JOB SAFETY REGULATIONS AT ALL TIMES.

1. ALL DRAINAGE STRUCTURES MUST BE CLEAR OF SILT, SAND AND DEBRIS BEFORE ACCEPTANCE, IN ADDITION TO
THE REQUIREMENTS IN THE PROJECT MANUAL, ALL DRAINAGE SYSTEM CONSTRUCTION SHOULD BE COMPLETED
IN ACCORDANCE WITH PROJECT SPECIFICATIONS.

2. MITERED END SECTIONS SHALL BE NO LESS THAN 4" THICK CONCRETE (2500 P.S.I. IN 28 DAYS.)

1. UNLESS OTHERWISE NOTED, ALL DEMOLISHED MATERIALS (PAVING, CURB, UTILITY PIPE, ETC.) SHALL BE REMOVED
AND DISPOSED OF OFF SITE. NOTHING IDENTIFIED FOR DEMOLITION SHALL BE ABANDONED IN PLACE.

2. CONTRACTOR SHALL TAKE DUE CARE DURING THE DEMOLITION AND REMOVAL OF EXISTING UTILITIES AND CONDUIT
TO PREVENT UNWANTED DAMAGE TO THE EXISTING FACILITIES TO REMAIN.

1. ALL UTILITY WORK SHALL CONFORM TO AND SHALL BE INSTALLED, TESTED AND CLEARED
FOR SERVICE IN ACCORDANCE WITH THE WORK SHALL ALSO CONFORM TO THE APPROVED
PROJECT SPECIFICATIONS , WDWE UTILITY PERMIT AND/OR FDEP PERMIT.

2. WHEN POSSIBLE, THE CONTRACTOR SHALL PLACE GATE VALVES OUTSIDE OF PAVEMENT.

3. PROTECT THE UTILITY SYSTEMS AT ALL TIMES DURING CONSTRUCTION. SHOULD A SYSTEM
BECOME DAMAGED, ALTERED OR EXTENDED AFTER THE INITIAL TESTING, THE AFFECTED
PORTION OF THE SYSTEM SHALL BE RESTORED AS NECESSARY AND RETESTED IN
ACCORDANCE WITH THE PROJECT SPECIFICATIONS.

4. CONTRACTOR TO TAKE BACTERIOLOGICAL SAMPLES AS INDICATED ON THE DRINKING
WATER PERMIT OR AS DIRECTED BY THE PERMITTING AGENCY. SAMPLES SHALL BE TAKEN
AT A MINIMUM OF 2 LOCATIONS ALONG THE WATER SYSTEM.

5. SEE UTILITY SEPARATION NOTES PER 62-555-314 FAC, THIS SHEET.

6. THE CONTRACTOR SHALL DISINFECT ALL SECTIONS OF THE WATER DISTRIBUTION SYSTEM,
AND RECEIVE APPROVAL THEREOF FROM THE PERMITTING AGENCY AND ENGINEER OF
RECORD, PRIOR TO PLACING IN SERVICE.  IT IS THE CONTRACTOR'S RESPONSIBILITY TO
OBTAIN COPIES OF THE WATER PERMIT FROM THE OWNER AND MAINTAIN ON THE JOB SITE
AT ALL TIMES.  DISINFECTION OF THE WATER DISTRIBUTION SYSTEM SHALL BE
PERFORMED IN ACCORDANCE WITH AWWA 651 "DISINFECTION WATER MAINS".

7. ALL POTABLE WATER MAINS MUST BEAR "NSF" "PW" LOGO.

8. UNDERGROUND FIRE LINES SHALL MEET NFPA 24 REQUIREMENTS.

9. ALL UNDERGROUND UTILITY PIPING SHALL HAVE A MINIMUM OF 3 FEET OF COVER UNLESS
SHOWN OTHERWISE ON THE PLANS OR AS DIRECTED BY THE ENGINEER.

10. CONTRACTOR TO COORDINATE WITH UTILITY COMPANIES PRIOR TO ANY CONSTRUCTION
ACTIVITY FOR UTILITY LOCATE TICKETS, ELECTRICAL PERMITS OR OTHER PERMITS AS
APPLICABLE.  CONTRACTOR IS TO COORDINATE FULLY WITH UTILITY COMPANIES ON
EXACT LOCATION OF UNDERGROUND UTILITIES PRIOR TO EXCAVATION.  THE FOLLOWING
COMPANIES SHALL BE CONTACTED BY THE  CONTRACTOR AT LEAST 3 FULL WORK DAYS IN
ADVANCE:

UTILITY COMPANIES:
RCES UTILITY LOCATE TICKET            (407) 560-6539  FAX (407) 560-6540
SMART CITY TELECOMMUNICATIONS        (407) 828-6648 (DAVE CAWLEY)

11. THE LOCATIONS OF ALL EXISTING UTILITIES AND STORM DRAINAGE SHOWN ON THE PLANS
HAVE BEEN DETERMINED FROM AVAILABLE INFORMATION AND ARE GIVEN FOR THE
CONVENIENCE OF THE CONTRACTOR.  THE OWNER OR ENGINEER ASSUMES NO
RESPONSIBILITY FOR ACCURACY.  PRIOR TO THE START OF CONSTRUCTION, IT SHALL BE
THE CONTRACTOR'S RESPONSIBILITY TO NOTIFY THE VARIOUS UTILITIES AND TO MAKE
THE NECESSARY ARRANGEMENTS FOR ANY RELOCATION OF THESE UTILITIES WITH THE
UTILITY COMPANY.  THE CONTRACTOR SHALL EXERCISE CAUTION WHEN CROSSING ANY
UNDERGROUND UTILITY.  EXISTING UTILITIES WHICH INTERFERE WITH THE PROPOSED
CONSTRUCTION SHALL BE RELOCATED AS DIRECTED ON THE PLANS.

12. THE CONTRACTOR SHALL LOCATE AND VERIFY ALL HORIZONTAL AND VERTICAL
LOCATIONS OF EXISTING UTILITIES PRIOR TO CONSTRUCTION.  THE CONTRACTOR SHALL
NOTIFY THE ENGINEER IN WRITING OF ANY DISCREPANCIES PRIOR TO STARTING
CONSTRUCTION.

13. ALL UTILITY LINES ARE TO BE CAPPED TEMPORARILY AT THEIR OPEN ENDS UNTIL
CONNECTIONS ARE CONSTRUCTED.

14. ALL PROPERTY AFFECTED BY THIS WORK SHALL BE RESTORED TO A CONDITION EQUAL TO
OR BETTER THAN EXISTED UNLESS SPECIFICALLY EXEMPTED BY THE PLANS.  THE COST
FOR SUCH RESTORATION SHALL BE INCIDENTAL TO OTHER CONSTRUCTION  AND NO
EXTRA COMPENSATION WILL BE ALLOWED.

15. A 48-HOUR NOTICE WILL BE GIVEN TO THE ENGINEER OF RECORD AND RCES INSPECTORS
PRIOR TO TESTING ANY UTILITY SHOWN ON THESE PLANS.

16. WHEN TRENCH EXCAVATION EXCEEDS 5 FEET IN DEPTH:
A. CONTRACTOR SHALL CONFORM TO OSHA STANDARDS (29CFR SECTION 1926.650)
B.  THE CONTRACTOR SHALL PROVIDE WRITTEN ASSURANCE OF COMPLIANCE WITH  ALL

             APPLICABLE   LAWS.
C.  TRENCH SAFETY SYSTEM SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

17. THE CONTRACTOR SHALL MAINTAIN A RECORD SET OF DRAWINGS AT THE JOB SITE.
THESE PLANS SHALL BE SUBMITTED TO THE OWNER AT THE COMPLETION OF EACH PHASE.

18. UTILITY MAINS DESIGNATED TO BE OWNED AND  MAINTAINED BY RCID IN THE PLANS SHALL
CONFORM TO THE FOLLOWING NOTES AND "THE REEDY CREEK IMPROVEMENT DISTRICT
UTILITY SPECIFICATIONS AND CONSTRUCTION STANDARDS".

UTILITY SEPARATION NOTES PER 62-555.314, FAC

1.

2.

3.

AT THE UTILITY CROSSINGS DESCRIBED IN PARAGRAPHS (A) OR BELOW THE OTHER
PIPELINE SO THE WATER MAIN JOINTS WILL BE AS FAR AS AND (B) ABOVE, ONE FULL
LENGTH OF WATER MAIN PIPE SHALL BE CENTERED ABOVE POSSIBLE FROM THE OTHER
PIPELINE.  ALTERNATIVELY, AT SUCH CROSSINGS, THE PIPES SHALL BE ARRANGED SO
THAT ALL WATER MAIN JOINTS ARE AT LEAST THREE FEET FROM ALL JOINTS IN
VACUUM-TYPE SANITARY SEWERS, STORM SEWERS, STORM WATER FORCE MAINS, OR
PIPELINES CONVEYING RECLAIMED WATER REGULATED UNDER PART III OF CHAPTER
62-610, F.A.C., AND AT LEAST SIX FEET FROM ALL JOINTS IN GRAVITY- OR PRESSURE-TYPE
SANITARY SEWERS, WASTEWATER FORCE MAINS, OR PIPELINES
CONVEYING RECLAIMED WATER NOT REGULATED UNDER PART III OF CHAPTER 62-610,
F.A.C.

(C)

(B)

(A) NEW OR RELOCATED, UNDERGROUND WATER MAINS CROSSING ANY EXISTING OR
PROPOSED GRAVITY- OR VACUUM-TYPE SANITARY SEWER OR STORM SEWER SHALL BE
LAID SO THE OUTSIDE OF THE WATER MAIN IS AT LEAST SIX INCHES, AND PREFERABLY 12
INCHES, ABOVE OR AT LEAST 12 INCHES BELOW THE OUTSIDE OF THE OTHER PIPELINE.
HOWEVER, IT IS PREFERABLE TO LAY THE WATER MAIN ABOVE THE OTHER PIPELINE.

NEW OR RELOCATED, UNDERGROUND WATER MAINS CROSSING ANY EXISTING OR
PROPOSED PRESSURE-TYPE SANITARY SEWER, WASTEWATER OR STORM WATER FORCE
MAIN, OR PIPELINE CONVEYING RECLAIMED WATER SHALL BE LAID SO THE OUTSIDE OF
THE WATER MAIN IS AT LEAST 12 INCHES ABOVE OR BELOW THE OUTSIDE OF THE OTHER
PIPELINE.  HOWEVER, IT IS PREFERABLE TO LAY THE WATER MAIN ABOVE THE OTHER
PIPELINE.

NO WATER MAIN SHALL PASS THROUGH, OR COME INTO CONTACT WITH, ANY PARTOF A
SANITARY SEWER MANHOLE.

NEW OR RELOCATED, UNDERGROUND WATER MAINS SHALL BE LAID TO PROVIDE A
HORIZONTAL DISTANCE OF AT LEAST THREE FEET BETWEEN THE OUTSIDE OF THE
WATER MAIN AND THE OUTSIDE OF ANY EXISTING OR PROPOSED STORM SEWER, STORM
WATER FORCE MAIN, OR PIPELINE CONVEYING RECLAIMED WATER REGULATED UNDER
PART III OF CHAPTER 62-610, F.A.C.

(A)

(B) NEW OR RELOCATED, UNDERGROUND WATER MAINS SHALL BE LAID TO PROVIDE A
HORIZONTAL DISTANCE OF AT LEAST THREE FEET, AND PREFERABLY TEN FEET,
BETWEEN THE OUTSIDE OF THE WATER MAIN AND THE OUTSIDE OF ANY EXISTING OR
PROPOSED VACUUM-TYPE SANITARY SEWER.

(C) NEW OR RELOCATED, UNDERGROUND WATER MAINS SHALL BE LAID TO PROVIDE A
HORIZONTAL DISTANCE OF AT LEAST SIX FEET, AND PREFERABLY TEN FEET, BETWEEN
THE OUTSIDE OF THE WATER MAIN AND THE OUTSIDE OF ANY EXISTING OR PROPOSED
GRAVITY- OR PRESSURE-TYPE SANITARY SEWER, WASTEWATER FORCE MAIN, OR
PIPELINE CONVEYING RECLAIMED WATER NOT REGULATED UNDER PART III OF CHAPTER
62-610, F.A.C.  THE MINIMUM HORIZONTAL SEPARATION DISTANCE BETWEEN WATER
MAINS AND GRAVITY-TYPE SANITARY SEWERS SHALL BE REDUCED TO THREE FEET
WHERE THE BOTTOM OF THE WATER MAIN IS LAID AT LEAST SIX INCHES ABOVE THE TOP
OF THE SEWER.

(D) NEW OR RELOCATED, UNDERGROUND WATER MAINS SHALL BE LAID TO PROVIDE A
HORIZONTAL DISTANCE OF AT LEAST TEN FEET BETWEEN THE OUTSIDE OF THE WATER
MAIN AND ALL PARTS OF ANY EXISTING OR PROPOSED "ON-SITE SEWAGE TREATMENT
AND DISPOSAL SYSTEM" AS DEFINED IN SECTION 381.0065(2), F.S., AND RULE 64E-6.002,
F.A.C.

HORIZONTAL SEPARATION BETWEEN UNDERGROUND WATER MAINS AND SANITARY OR
STORM SEWERS, WASTEWATER OR STORM WATER FORCE MAINS, RECLAIMED WATER
PIPELINES, AND ON-SITE SEWAGE TREATMENT AND DISPOSAL SYSTEMS.

VERTICAL SEPARATION BETWEEN UNDERGROUND WATER MAINS AND SANITARY OR STORM
SEWERS, WASTEWATER OR STORM WATER FORCE MAINS, AND RECLAIMED WATER PIPELINES.

SEPARATION BETWEEN WATER MAINS AND SANITARY OR STORM SEWER MANHOLES.

GENERAL NOTES 
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1. GROUNDWATER INFORMATION WAS OBTAINED FROM PROFESSIONAL SERVICE INDUSTRIES, INC, REPORTS,
"REPORT OF FINDINGS, GEOTECHINCAL ENGINEERING, FACILITY UPGRADES, CORONADO SPRINGS RESORT"
DATED DECEMBER 22, 2016. THE GEOTECHNICAL REPORT IS PROVIDED IN THE PROJECT SPECIFICATIONS
MANUAL.

GEOTECHNICAL INFORMATION:

1. ALL FINAL PAVEMENT MARKINGS SHALL BE ALKYD THERMOPLASTIC, ACCORDING TO FDOT
STANDARDS UNLESS NOTED OTHERWISE IN PLANS. ALL TEMPORARY PAVEMENT
MARKINGS SHALL BE PAINT, ACCORDING TO FDOT STANDARDS. REFER TO FDOT
TECHNICAL SPECIFICATIONS FOR ADDITIONAL DETAILS.

2. CONTRACTOR TO RELOCATE EXISTING AND INSTALL NEW SIGNAGE WHERE INDICATED ON
THE DRAWINGS.

3. SIGNING AND PAVEMENT MARKINGS ARE TO BE PLACED IN ACCORDANCE WITH THE
MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD), THE FDOT DESIGN
STANDARDS AND THE STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION, LATEST EDITION.

4. PAVEMENT MARKINGS AT ALL EXISTING/PROPOSED INTERFACE LOCATIONS ARE TO MATCH
IN TERMS OF ALIGNMENT AND COLOR.

5.  CAUTION SHOULD BE EXERCISED IN THE INSTALLATION OF POST MOUNTED SIGNS IN
ORDER TO PREVENT POSSIBLE DAMAGE TO BURIED UTILITIES. GROUND PENETRATING
RADAR (GPR) IS ACCEPTABLE AND RECOMMENDED.

SIGNING AND PAVEMENT MARKINGS
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FILTER (TYP.)
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LIMITS OF CONSTRUCTION

EXISTING SITE ELEMENTS TO BE
DEMOLISHED

EXISTING SITE ELEMENTS TO
REMAIN

INLET SEDIMENT FILTER

SINGLE ROW SILT FENCE

DOUBLE ROW SILT FENCE

FLOATING TURBIDITY BARRIER

EXISTING TREES TO REMAIN

EXISTING TREES TO BE REMOVED

EXISTING FULL PAVEMENT
SECTION TO BE REMOVED

EXISTING SIDEWALK/HARDSCAPE
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EXISTING STRUCTURE TO BE
REMOVED

NOTES
1. DEMOLITION AREAS SHOWN ON THIS PLAN ARE NOT

PHASED, BUT SHOWN IN THEIR ENTIRETY.
CONTRACTOR SHALL COORDINATE AND PROVIDE
PLANS TO PROVIDE RESORTS GUESTS TEMPORARY
ACCESS ROUTES AROUND THE CONSTRUCTION
ZONES.

2. THE CONTRACTOR SHALL PROVIDE EROSION 
     CONTROL FOR ALL EXISTING DRAINAGE
     STRUCTURES TO REMAIN UNLESS OTHERWISE
     NOTED.

3. CONTRACTOR SHALL TAKE DUE CARE WHEN
INSTALLING SILT FENCE ACROSS EXISTING
UNDERGROUND UTILITIES.

4. CONTRACTOR MAY ADJUST SILT FENCE LOCATIONS
WITHIN INDICATED LIMITS OF CONSTRUCTION AS
NEEDED TO PERFORM WORK.

5. A TURBIDITY CONTROL PLAN/MEANS AND METHODS
PLAN SHALL BE SUBMITTED BY THE CONTRACTOR IN
ADDITION TO THE SWPPP PLAN FOR REVIEW AND
APPROVAL BY RCID COMPLIANCE PRIOR TO
COMMENCEMENT OF CONSTRUCTION.

6. EROSION CONTROL MEASURES SHOWN ON THIS
PLAN ARE THE MINIMUM REQUIRED. CONTRACTOR
SHALL INSTALL ADDITIONAL EROSION CONTROL
MEASURES AS NECESSARY. ADDITIONAL TURBIDITY
BARRIERS AND EROSION CONTROL MEASURES MAY
BE REQUIRED AT THE DISCRETION OF RCID.

7. IN DISTURBED AREAS, INSTALL SILT FENCE ALONG
PERIMETER AFTER DEMOLITION.

8. DEMOLISHED SITE WILL REQUIRE STABILIZATION
WITHIN 7 DAYS OF COMPLETION. CONTRACTOR TO
COORDINATE WITH RCID COMPLIANCE.

9. ANY FILL REMOVED FOR UNDERGROUND UTILITY
CONSTRUCTION WILL BE PLACED ON PLASTIC AND
COVERED TO PREVENT WASHOUT DURING RAIN
EVENTS.

10.SEE ELECTRICAL PLANS FOR LIGHT POLE
DEMOLITION AND CIRCUIT INFORMATION WITHIN

     THE CONSTRICTION AREA. LIGHT POLES SHALL
     BE KEPT AND STORED AT THE DISCRETION OF
     THE OWNER.
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DEPTH CURTAIN. ADDITIONAL TURBIDITY BARRIERS
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FLOCCULATION REQUIRED AT DECISION OF RCID
COMPLIANCE. (TYP.)

END  SINGLE ROW
SILT FENCE

EXISTING POND 6/LAKE

TWO ROWS OF FLOATING TURBIDITY BARRIER FULL
DEPTH CURTAIN. ADDITIONAL TURBIDITY BARRIERS

MAY BE REQUIRED ACROSS THE WATER BODY.
FLOCCULATION REQUIRED AT DECISION OF RCID

COMPLIANCE. (TYP.)

END  SINGLE ROW
SILT FENCE

BEGIN  SINGLE
ROW SILT FENCE

END  SINGLE ROW
SILT FENCE

FTB
FTB

FTB
FTB

FTB
FTB

FTB
FTB

FTB
FTB

FTB
FTB

FTB
FTB

FTB
FTB

FTB
FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB
FTB

FTB
FTB

FTB
FTB

FTB
FTB

FTB
FTB

FTB
FTB

FTB
FTB

FTB
FTB

FTB
FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

LEGEND
LIMITS OF CONSTRUCTION

EXISTING SITE ELEMENTS TO BE
DEMOLISHED

EXISTING SITE ELEMENTS TO
REMAIN

INLET SEDIMENT FILTER

SINGLE ROW SILT FENCE

DOUBLE ROW SILT FENCE

FLOATING TURBIDITY BARRIER

EXISTING TREES TO REMAIN

EXISTING TREES TO BE REMOVED

EXISTING FULL PAVEMENT
SECTION TO BE REMOVED

EXISTING SIDEWALK/HARDSCAPE
TO BE REMOVED

EXISTING STRUCTURE TO BE
REMOVED

NOTES
1. DEMOLITION AREAS SHOWN ON THIS PLAN ARE NOT

PHASED, BUT SHOWN IN THEIR ENTIRETY.
CONTRACTOR SHALL COORDINATE AND PROVIDE
PLANS TO PROVIDE RESORTS GUESTS TEMPORARY
ACCESS ROUTES AROUND THE CONSTRUCTION
ZONES.

2. THE CONTRACTOR SHALL PROVIDE EROSION 
     CONTROL FOR ALL EXISTING DRAINAGE
     STRUCTURES TO REMAIN UNLESS OTHERWISE
     NOTED.

3. CONTRACTOR SHALL TAKE DUE CARE WHEN
INSTALLING SILT FENCE ACROSS EXISTING
UNDERGROUND UTILITIES.

4. CONTRACTOR MAY ADJUST SILT FENCE LOCATIONS
WITHIN INDICATED LIMITS OF CONSTRUCTION AS
NEEDED TO PERFORM WORK.

5. A TURBIDITY CONTROL PLAN/MEANS AND METHODS
PLAN SHALL BE SUBMITTED BY THE CONTRACTOR IN
ADDITION TO THE SWPPP PLAN FOR REVIEW AND
APPROVAL BY RCID COMPLIANCE PRIOR TO
COMMENCEMENT OF CONSTRUCTION.

6. EROSION CONTROL MEASURES SHOWN ON THIS
PLAN ARE THE MINIMUM REQUIRED. CONTRACTOR
SHALL INSTALL ADDITIONAL EROSION CONTROL
MEASURES AS NECESSARY. ADDITIONAL TURBIDITY
BARRIERS AND EROSION CONTROL MEASURES MAY
BE REQUIRED AT THE DISCRETION OF RCID.

7. IN DISTURBED AREAS, INSTALL SILT FENCE ALONG
PERIMETER AFTER DEMOLITION.

8. DEMOLISHED SITE WILL REQUIRE STABILIZATION
WITHIN 7 DAYS OF COMPLETION. CONTRACTOR TO
COORDINATE WITH RCID COMPLIANCE.

9. ANY FILL REMOVED FOR UNDERGROUND UTILITY
CONSTRUCTION WILL BE PLACED ON PLASTIC AND
COVERED TO PREVENT WASHOUT DURING RAIN
EVENTS.

10.SEE ELECTRICAL PLANS FOR LIGHT POLE
DEMOLITION AND CIRCUIT INFORMATION WITHIN

     THE CONSTRICTION AREA. LIGHT POLES SHALL
     BE KEPT AND STORED AT THE DISCRETION OF
     THE OWNER.
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FTB

FTB

FT
B

FTB
FTB

FTB

FTB

FT
B

FT
B

FTB
FTB

THREE ROWS OF FLOATING TURBIDITY BARRIER FULL
DEPTH CURTAIN. ADDITIONAL TURBIDITY BARRIERS

MAY BE REQUIRED ACROSS THE WATER BODY.
FLOCCULATION REQUIRED AT DECISION OF RCID

COMPLIANCE.

PROVIDE INLET
PROTECTION
FILTER (TYP.)

PROVIDE INLET
PROTECTION
FILTER (TYP.)

BEGIN DOUBLE
ROW SILT FENCE

END DOUBLE
ROW SILT FENCE

TWO ROWS OF FLOATING TURBIDITY BARRIER FULL
DEPTH CURTAIN. ADDITIONAL TURBIDITY BARRIERS

MAY BE REQUIRED ACROSS THE WATER BODY.
FLOCCULATION REQUIRED AT DECISION OF RCID

COMPLIANCE.

BEGIN DOUBLE
ROW SILT FENCE

BEGIN SINGLE
ROW SILT FENCE

END SINGLE ROW
SILT FENCE

SAWCUT AND REMOVE
CONCRETE PAVEMENT TO
NEAREST CONTROL JOINT.

SAWCUT EXISTING
SIDEWALK AT CONTROL
JOINT NEAREST CONCRETE
APPROACH TO WOODEN
BOARDWALK.

SAWCUT AND REMOVE
CONCRETE PAVEMENT TO
NEAREST CONTROL JOINT (TYP)

EXISTING POND 6/ LAKE

EXISTING
CABANA

BUILDING 9A
(TO REMAIN)

EXISTING POND 6/ LAKE

INSTALL TREE PROTECTION
UPON REMOVAL OF
SURROUNDING EXISTING
HARDSCAPE SURFACE

FTB
FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB
FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB
FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

LEGEND
LIMITS OF CONSTRUCTION

EXISTING SITE ELEMENTS TO BE
DEMOLISHED

EXISTING SITE ELEMENTS TO
REMAIN

INLET SEDIMENT FILTER

SINGLE ROW SILT FENCE

DOUBLE ROW SILT FENCE

FLOATING TURBIDITY BARRIER

EXISTING TREES TO REMAIN

EXISTING TREES TO BE REMOVED

EXISTING FULL PAVEMENT
SECTION TO BE REMOVED

EXISTING SIDEWALK/HARDSCAPE
TO BE REMOVED

EXISTING STRUCTURE TO BE
REMOVED

NOTES
1. DEMOLITION AREAS SHOWN ON THIS PLAN ARE NOT

PHASED, BUT SHOWN IN THEIR ENTIRETY.
CONTRACTOR SHALL COORDINATE AND PROVIDE
PLANS TO PROVIDE RESORTS GUESTS TEMPORARY
ACCESS ROUTES AROUND THE CONSTRUCTION
ZONES.

2. THE CONTRACTOR SHALL PROVIDE EROSION 
     CONTROL FOR ALL EXISTING DRAINAGE
     STRUCTURES TO REMAIN UNLESS OTHERWISE
     NOTED.

3. CONTRACTOR SHALL TAKE DUE CARE WHEN
INSTALLING SILT FENCE ACROSS EXISTING
UNDERGROUND UTILITIES.

4. CONTRACTOR MAY ADJUST SILT FENCE LOCATIONS
WITHIN INDICATED LIMITS OF CONSTRUCTION AS
NEEDED TO PERFORM WORK.

5. A TURBIDITY CONTROL PLAN/MEANS AND METHODS
PLAN SHALL BE SUBMITTED BY THE CONTRACTOR IN
ADDITION TO THE SWPPP PLAN FOR REVIEW AND
APPROVAL BY RCID COMPLIANCE PRIOR TO
COMMENCEMENT OF CONSTRUCTION.

6. EROSION CONTROL MEASURES SHOWN ON THIS
PLAN ARE THE MINIMUM REQUIRED. CONTRACTOR
SHALL INSTALL ADDITIONAL EROSION CONTROL
MEASURES AS NECESSARY. ADDITIONAL TURBIDITY
BARRIERS AND EROSION CONTROL MEASURES MAY
BE REQUIRED AT THE DISCRETION OF RCID.

7. IN DISTURBED AREAS, INSTALL SILT FENCE ALONG
PERIMETER AFTER DEMOLITION.

8. DEMOLISHED SITE WILL REQUIRE STABILIZATION
WITHIN 7 DAYS OF COMPLETION. CONTRACTOR TO
COORDINATE WITH RCID COMPLIANCE.

9. ANY FILL REMOVED FOR UNDERGROUND UTILITY
CONSTRUCTION WILL BE PLACED ON PLASTIC AND
COVERED TO PREVENT WASHOUT DURING RAIN
EVENTS.

10.SEE ELECTRICAL PLANS FOR LIGHT POLE
DEMOLITION AND CIRCUIT INFORMATION WITHIN

     THE CONSTRICTION AREA. LIGHT POLES SHALL
     BE KEPT AND STORED AT THE DISCRETION OF
     THE OWNER.
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PROVIDE INLET
PROTECTION
FILTER (TYP.)

PROVIDE INLET
PROTECTION FILTER

(TYP.)

SINGLE ROW OF FLOATING TURBIDITY BARRIER FULL
DEPTH CURTAIN. ADDITIONAL TURBIDITY BARRIERS
MAY BE REQUIRED ACROSS THE WATER BODY.
FLOCCULATION REQUIRED AT DECISION OF RCID
COMPLIANCE.

SAWCUT AND REMOVE
CONCRETE PAVEMENT TO
NEAREST CONTROL JOINT (TYP)

SAWCUT EXISTING ASPHALT TO
PROMOTE SMOOTH TRANSITION (TYP)

WETLAND
W30.1B1

EXISTING
POND 7

EXISTING CURB TO BE REMOVED

EXISTING CURB TO BE REMOVED

EXISTING CURB TO BE REMOVED

EXISTING PAVEMENT MARKINGS
TO BE REMOVED BY APPROVED

METHODS (TYP)

SAWCUT EXISTING ASPHALT
TO PROMOTE SMOOTH
TRANSITION (TYP)

REMOVE EXISTING
CONCRETE CURB

EXISTING PAVEMENT MARKINGS
TO BE REMOVED BY APPROVED
METHODS (TYP)

SAWCUT AND REMOVE EXISTING
CONCRETE CURB

LEGEND
LIMITS OF CONSTRUCTION

EXISTING SITE ELEMENTS TO BE
DEMOLISHED

EXISTING SITE ELEMENTS TO
REMAIN

INLET SEDIMENT FILTER

SINGLE ROW SILT FENCE

DOUBLE ROW SILT FENCE

FLOATING TURBIDITY BARRIER

EXISTING TREES TO REMAIN

EXISTING TREES TO BE REMOVED

EXISTING FULL PAVEMENT
SECTION TO BE REMOVED

EXISTING SIDEWALK/HARDSCAPE
TO BE REMOVED

EXISTING STRUCTURE TO BE
REMOVED

NOTES
1. DEMOLITION AREAS SHOWN ON THIS PLAN ARE NOT

PHASED, BUT SHOWN IN THEIR ENTIRETY.
CONTRACTOR SHALL COORDINATE AND PROVIDE
PLANS TO PROVIDE RESORTS GUESTS TEMPORARY
ACCESS ROUTES AROUND THE CONSTRUCTION
ZONES.

2. THE CONTRACTOR SHALL PROVIDE EROSION 
     CONTROL FOR ALL EXISTING DRAINAGE
     STRUCTURES TO REMAIN UNLESS OTHERWISE
     NOTED.

3. CONTRACTOR SHALL TAKE DUE CARE WHEN
INSTALLING SILT FENCE ACROSS EXISTING
UNDERGROUND UTILITIES.

4. CONTRACTOR MAY ADJUST SILT FENCE LOCATIONS
WITHIN INDICATED LIMITS OF CONSTRUCTION AS
NEEDED TO PERFORM WORK.

5. A TURBIDITY CONTROL PLAN/MEANS AND METHODS
PLAN SHALL BE SUBMITTED BY THE CONTRACTOR IN
ADDITION TO THE SWPPP PLAN FOR REVIEW AND
APPROVAL BY RCID COMPLIANCE PRIOR TO
COMMENCEMENT OF CONSTRUCTION.

6. EROSION CONTROL MEASURES SHOWN ON THIS
PLAN ARE THE MINIMUM REQUIRED. CONTRACTOR
SHALL INSTALL ADDITIONAL EROSION CONTROL
MEASURES AS NECESSARY. ADDITIONAL TURBIDITY
BARRIERS AND EROSION CONTROL MEASURES MAY
BE REQUIRED AT THE DISCRETION OF RCID.

7. IN DISTURBED AREAS, INSTALL SILT FENCE ALONG
PERIMETER AFTER DEMOLITION.

8. DEMOLISHED SITE WILL REQUIRE STABILIZATION
WITHIN 7 DAYS OF COMPLETION. CONTRACTOR TO
COORDINATE WITH RCID COMPLIANCE.

9. ANY FILL REMOVED FOR UNDERGROUND UTILITY
CONSTRUCTION WILL BE PLACED ON PLASTIC AND
COVERED TO PREVENT WASHOUT DURING RAIN
EVENTS.

10.SEE ELECTRICAL PLANS FOR LIGHT POLE
DEMOLITION AND CIRCUIT INFORMATION WITHIN

     THE CONSTRICTION AREA. LIGHT POLES SHALL
     BE KEPT AND STORED AT THE DISCRETION OF
     THE OWNER.
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TWO ROWS OF FLOATING TURBIDITY BARRIER FULL
DEPTH CURTAIN. ADDITIONAL TURBIDITY BARRIERS
MAY BE REQUIRED ACROSS THE WATER BODY.
FLOCCULATION REQUIRED AT DECISION OF RCID
COMPLIANCE.

EXISTING POND 6/ LAKE

FT
BFT

B

REMOVE METAL RAILING AT WIDTH OF PROPOSED
BOARDWALK. CONTRACTOR TO PROVIDE TEMPORARY

RAILING AND SIGNAGE DURING CONSTRUCTION.

FTB
FTB

FTB

FTB
FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

FTB

LEGEND
LIMITS OF CONSTRUCTION

EXISTING SITE ELEMENTS TO BE
DEMOLISHED

EXISTING SITE ELEMENTS TO
REMAIN

INLET SEDIMENT FILTER

SINGLE ROW SILT FENCE

DOUBLE ROW SILT FENCE

FLOATING TURBIDITY BARRIER

EXISTING TREES TO REMAIN

EXISTING TREES TO BE REMOVED

EXISTING FULL PAVEMENT
SECTION TO BE REMOVED

EXISTING SIDEWALK/HARDSCAPE
TO BE REMOVED

EXISTING STRUCTURE TO BE
REMOVED

NOTES
1. DEMOLITION AREAS SHOWN ON THIS PLAN ARE NOT

PHASED, BUT SHOWN IN THEIR ENTIRETY.
CONTRACTOR SHALL COORDINATE AND PROVIDE
PLANS TO PROVIDE RESORTS GUESTS TEMPORARY
ACCESS ROUTES AROUND THE CONSTRUCTION
ZONES.

2. THE CONTRACTOR SHALL PROVIDE EROSION 
     CONTROL FOR ALL EXISTING DRAINAGE
     STRUCTURES TO REMAIN UNLESS OTHERWISE
     NOTED.

3. CONTRACTOR SHALL TAKE DUE CARE WHEN
INSTALLING SILT FENCE ACROSS EXISTING
UNDERGROUND UTILITIES.

4. CONTRACTOR MAY ADJUST SILT FENCE LOCATIONS
WITHIN INDICATED LIMITS OF CONSTRUCTION AS
NEEDED TO PERFORM WORK.

5. A TURBIDITY CONTROL PLAN/MEANS AND METHODS
PLAN SHALL BE SUBMITTED BY THE CONTRACTOR IN
ADDITION TO THE SWPPP PLAN FOR REVIEW AND
APPROVAL BY RCID COMPLIANCE PRIOR TO
COMMENCEMENT OF CONSTRUCTION.

6. EROSION CONTROL MEASURES SHOWN ON THIS
PLAN ARE THE MINIMUM REQUIRED. CONTRACTOR
SHALL INSTALL ADDITIONAL EROSION CONTROL
MEASURES AS NECESSARY. ADDITIONAL TURBIDITY
BARRIERS AND EROSION CONTROL MEASURES MAY
BE REQUIRED AT THE DISCRETION OF RCID.

7. IN DISTURBED AREAS, INSTALL SILT FENCE ALONG
PERIMETER AFTER DEMOLITION.

8. DEMOLISHED SITE WILL REQUIRE STABILIZATION
WITHIN 7 DAYS OF COMPLETION. CONTRACTOR TO
COORDINATE WITH RCID COMPLIANCE.

9. ANY FILL REMOVED FOR UNDERGROUND UTILITY
CONSTRUCTION WILL BE PLACED ON PLASTIC AND
COVERED TO PREVENT WASHOUT DURING RAIN
EVENTS.

10.SEE ELECTRICAL PLANS FOR LIGHT POLE
DEMOLITION AND CIRCUIT INFORMATION WITHIN

     THE CONSTRICTION AREA. LIGHT POLES SHALL
     BE KEPT AND STORED AT THE DISCRETION OF
     THE OWNER.
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PROVIDE INLET
PROTECTION
FILTER (TYP.)

PROVIDE INLET
PROTECTION
FILTER (TYP.)

PROVIDE INLET
PROTECTION
FILTER (TYP.)

PROVIDE INLET
PROTECTION
FILTER (TYP.)

PROVIDE INLET
PROTECTION
FILTER (TYP.)

PROVIDE INLET
PROTECTION
FILTER (TYP.)

PROVIDE INLET
PROTECTION
FILTER (TYP.)

PROVIDE INLET
PROTECTION
FILTER (TYP.)

PROVIDE INLET
PROTECTION
FILTER (TYP.)

PROVIDE INLET PROTECTION
FILTER (TYP.)

PROVIDE INLET
PROTECTION
FILTER (TYP.)

PROVIDE INLET
PROTECTION
FILTER (TYP.) REMOVE BRIDGE AND ALL ABOVE

GRADE SUPPORT STRUCTURES.
COORDINATE TIMING OF REMOVAL

WITH GENERAL CONTRACTOR TO
ALWAYS PROVIDE ACCESS TO THE

EXISTING RESORT.

REMOVE EXISTING ISLAND, GUARD
STATION AND SECURITY GATE.
COORDINATE THE REMOVAL OF ALL
EXISTING EQUIPMENT WITH THE
PROPERTY OWNER.

SAWCUT AND REMOVE
CONCRETE PAVEMENT TO

NEAREST CONTROL JOINT (TYP)

EXISTING
PORTE-COCHERE

TO REMAIN

EXISTING
CHECK IN
BUILDING

TO REMAIN
FEE = 91.50

CONVENTION
CENTER

(TO REMAIN)
FEE = 91.50

EXISTING CURB TO BE REMOVED

REMOVE EXISTING LANDSCAPE
UNDERBRUSH AS REQUIRED

REMOVE EXISTING LANDSCAPE
UNDERBRUSH AS REQUIRED

REMOVE EXISTING LANDSCAPE
UNDERBRUSH AS REQUIRED

REMOVE EXISTING LANDSCAPE
UNDERBRUSH AS REQUIRED

INSTALL TREE PROTECTION
UPON REMOVAL OF

SURROUNDING EXISTING
HARDSCAPE SURFACE

LEGEND
LIMITS OF CONSTRUCTION

EXISTING SITE ELEMENTS TO BE
DEMOLISHED

EXISTING SITE ELEMENTS TO
REMAIN

INLET SEDIMENT FILTER

SINGLE ROW SILT FENCE

DOUBLE ROW SILT FENCE

FLOATING TURBIDITY BARRIER

EXISTING TREES TO REMAIN

EXISTING TREES TO BE REMOVED

EXISTING FULL PAVEMENT
SECTION TO BE REMOVED

EXISTING SIDEWALK/HARDSCAPE
TO BE REMOVED

EXISTING STRUCTURE TO BE
REMOVED

NOTES
1. DEMOLITION AREAS SHOWN ON THIS PLAN ARE NOT

PHASED, BUT SHOWN IN THEIR ENTIRETY.
CONTRACTOR SHALL COORDINATE AND PROVIDE
PLANS TO PROVIDE RESORTS GUESTS TEMPORARY
ACCESS ROUTES AROUND THE CONSTRUCTION
ZONES.

2. THE CONTRACTOR SHALL PROVIDE EROSION 
     CONTROL FOR ALL EXISTING DRAINAGE
     STRUCTURES TO REMAIN UNLESS OTHERWISE
     NOTED.

3. CONTRACTOR SHALL TAKE DUE CARE WHEN
INSTALLING SILT FENCE ACROSS EXISTING
UNDERGROUND UTILITIES.

4. CONTRACTOR MAY ADJUST SILT FENCE LOCATIONS
WITHIN INDICATED LIMITS OF CONSTRUCTION AS
NEEDED TO PERFORM WORK.

5. A TURBIDITY CONTROL PLAN/MEANS AND METHODS
PLAN SHALL BE SUBMITTED BY THE CONTRACTOR IN
ADDITION TO THE SWPPP PLAN FOR REVIEW AND
APPROVAL BY RCID COMPLIANCE PRIOR TO
COMMENCEMENT OF CONSTRUCTION.

6. EROSION CONTROL MEASURES SHOWN ON THIS
PLAN ARE THE MINIMUM REQUIRED. CONTRACTOR
SHALL INSTALL ADDITIONAL EROSION CONTROL
MEASURES AS NECESSARY. ADDITIONAL TURBIDITY
BARRIERS AND EROSION CONTROL MEASURES MAY
BE REQUIRED AT THE DISCRETION OF RCID.

7. IN DISTURBED AREAS, INSTALL SILT FENCE ALONG
PERIMETER AFTER DEMOLITION.

8. DEMOLISHED SITE WILL REQUIRE STABILIZATION
WITHIN 7 DAYS OF COMPLETION. CONTRACTOR TO
COORDINATE WITH RCID COMPLIANCE.

9. ANY FILL REMOVED FOR UNDERGROUND UTILITY
CONSTRUCTION WILL BE PLACED ON PLASTIC AND
COVERED TO PREVENT WASHOUT DURING RAIN
EVENTS.

10.SEE ELECTRICAL PLANS FOR LIGHT POLE
DEMOLITION AND CIRCUIT INFORMATION WITHIN

     THE CONSTRICTION AREA. LIGHT POLES SHALL
     BE KEPT AND STORED AT THE DISCRETION OF
     THE OWNER.
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PROVIDE INLET
PROTECTION
FILTER (TYP.)

PROVIDE INLET
PROTECTION
FILTER (TYP.)

REMOVE BRIDGE AND ALL ABOVE
GRADE SUPPORT STRUCTURES.
COORDINATE TIMING OF REMOVAL
WITH GENERAL CONTRACTOR TO
ALWAYS PROVIDE ACCESS TO THE
EXISTING RESORT.

EXISTING SECURITY
GATES TO REMAIN.

25'

WETLAND

BUFFER

25'WETLANDBUFFER

WETLAND
W12.10B

BUENA VISTA D
RIVE

WETLAND
W30.1B1

EXISTING
POND 9/BVD-6

EXISTING
POND 7

SAWCUT EXISTING ASPHALT
TO PROMOTE SMOOTH
TRANSITION (TYP)

EXISTING CURB TO BE REMOVED

LEGEND
LIMITS OF CONSTRUCTION

EXISTING SITE ELEMENTS TO BE
DEMOLISHED

EXISTING SITE ELEMENTS TO
REMAIN

INLET SEDIMENT FILTER

SINGLE ROW SILT FENCE

DOUBLE ROW SILT FENCE

FLOATING TURBIDITY BARRIER

EXISTING TREES TO REMAIN

EXISTING TREES TO BE REMOVED

EXISTING FULL PAVEMENT
SECTION TO BE REMOVED

EXISTING SIDEWALK/HARDSCAPE
TO BE REMOVED

EXISTING STRUCTURE TO BE
REMOVED

NOTES
1. DEMOLITION AREAS SHOWN ON THIS PLAN ARE NOT

PHASED, BUT SHOWN IN THEIR ENTIRETY.
CONTRACTOR SHALL COORDINATE AND PROVIDE
PLANS TO PROVIDE RESORTS GUESTS TEMPORARY
ACCESS ROUTES AROUND THE CONSTRUCTION
ZONES.

2. THE CONTRACTOR SHALL PROVIDE EROSION 
     CONTROL FOR ALL EXISTING DRAINAGE
     STRUCTURES TO REMAIN UNLESS OTHERWISE
     NOTED.

3. CONTRACTOR SHALL TAKE DUE CARE WHEN
INSTALLING SILT FENCE ACROSS EXISTING
UNDERGROUND UTILITIES.

4. CONTRACTOR MAY ADJUST SILT FENCE LOCATIONS
WITHIN INDICATED LIMITS OF CONSTRUCTION AS
NEEDED TO PERFORM WORK.

5. A TURBIDITY CONTROL PLAN/MEANS AND METHODS
PLAN SHALL BE SUBMITTED BY THE CONTRACTOR IN
ADDITION TO THE SWPPP PLAN FOR REVIEW AND
APPROVAL BY RCID COMPLIANCE PRIOR TO
COMMENCEMENT OF CONSTRUCTION.

6. EROSION CONTROL MEASURES SHOWN ON THIS
PLAN ARE THE MINIMUM REQUIRED. CONTRACTOR
SHALL INSTALL ADDITIONAL EROSION CONTROL
MEASURES AS NECESSARY. ADDITIONAL TURBIDITY
BARRIERS AND EROSION CONTROL MEASURES MAY
BE REQUIRED AT THE DISCRETION OF RCID.

7. IN DISTURBED AREAS, INSTALL SILT FENCE ALONG
PERIMETER AFTER DEMOLITION.

8. DEMOLISHED SITE WILL REQUIRE STABILIZATION
WITHIN 7 DAYS OF COMPLETION. CONTRACTOR TO
COORDINATE WITH RCID COMPLIANCE.

9. ANY FILL REMOVED FOR UNDERGROUND UTILITY
CONSTRUCTION WILL BE PLACED ON PLASTIC AND
COVERED TO PREVENT WASHOUT DURING RAIN
EVENTS.

10.SEE ELECTRICAL PLANS FOR LIGHT POLE
DEMOLITION AND CIRCUIT INFORMATION WITHIN

     THE CONSTRICTION AREA. LIGHT POLES SHALL
     BE KEPT AND STORED AT THE DISCRETION OF
     THE OWNER.
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B
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FTB

PROVIDE INLET
PROTECTION
FILTER (TYP.)

PROVIDE INLET
PROTECTION
FILTER (TYP.)

PROVIDE INLET
PROTECTION
FILTER (TYP.)

SINGLE ROW OF FLOATING TURBIDITY BARRIER FULL
DEPTH CURTAIN. SEPARATED BY 5' PVC BRACES.

ADDITIONAL TURBIDITY BARRIERS MAY BE REQUIRED
ACROSS THE WATER BODY. FLOCCULATION

REQUIRED AT DECISION OF RCID COMPLIANCE.

BU
EN

A 
VI

ST
A 

DR
IV

E

EXISTING
POND 9/BVD-6

CONVENTION
CENTER

(TO REMAIN)
FEE = 91.50

SAWCUT EXISTING
ASPHALT TO PROMOTE

SMOOTH TRANSITION (TYP)

EXISTING CURB TO BE REMOVED
(TYP)

LEGEND
LIMITS OF CONSTRUCTION

EXISTING SITE ELEMENTS TO BE
DEMOLISHED

EXISTING SITE ELEMENTS TO
REMAIN

INLET SEDIMENT FILTER

SINGLE ROW SILT FENCE

DOUBLE ROW SILT FENCE

FLOATING TURBIDITY BARRIER

EXISTING TREES TO REMAIN

EXISTING TREES TO BE REMOVED

EXISTING FULL PAVEMENT
SECTION TO BE REMOVED

EXISTING SIDEWALK/HARDSCAPE
TO BE REMOVED

EXISTING STRUCTURE TO BE
REMOVED

NOTES
1. DEMOLITION AREAS SHOWN ON THIS PLAN ARE NOT

PHASED, BUT SHOWN IN THEIR ENTIRETY.
CONTRACTOR SHALL COORDINATE AND PROVIDE
PLANS TO PROVIDE RESORTS GUESTS TEMPORARY
ACCESS ROUTES AROUND THE CONSTRUCTION
ZONES.

2. THE CONTRACTOR SHALL PROVIDE EROSION 
     CONTROL FOR ALL EXISTING DRAINAGE
     STRUCTURES TO REMAIN UNLESS OTHERWISE
     NOTED.

3. CONTRACTOR SHALL TAKE DUE CARE WHEN
INSTALLING SILT FENCE ACROSS EXISTING
UNDERGROUND UTILITIES.

4. CONTRACTOR MAY ADJUST SILT FENCE LOCATIONS
WITHIN INDICATED LIMITS OF CONSTRUCTION AS
NEEDED TO PERFORM WORK.

5. A TURBIDITY CONTROL PLAN/MEANS AND METHODS
PLAN SHALL BE SUBMITTED BY THE CONTRACTOR IN
ADDITION TO THE SWPPP PLAN FOR REVIEW AND
APPROVAL BY RCID COMPLIANCE PRIOR TO
COMMENCEMENT OF CONSTRUCTION.

6. EROSION CONTROL MEASURES SHOWN ON THIS
PLAN ARE THE MINIMUM REQUIRED. CONTRACTOR
SHALL INSTALL ADDITIONAL EROSION CONTROL
MEASURES AS NECESSARY. ADDITIONAL TURBIDITY
BARRIERS AND EROSION CONTROL MEASURES MAY
BE REQUIRED AT THE DISCRETION OF RCID.

7. IN DISTURBED AREAS, INSTALL SILT FENCE ALONG
PERIMETER AFTER DEMOLITION.

8. DEMOLISHED SITE WILL REQUIRE STABILIZATION
WITHIN 7 DAYS OF COMPLETION. CONTRACTOR TO
COORDINATE WITH RCID COMPLIANCE.

9. ANY FILL REMOVED FOR UNDERGROUND UTILITY
CONSTRUCTION WILL BE PLACED ON PLASTIC AND
COVERED TO PREVENT WASHOUT DURING RAIN
EVENTS.

10.SEE ELECTRICAL PLANS FOR LIGHT POLE
DEMOLITION AND CIRCUIT INFORMATION WITHIN

     THE CONSTRICTION AREA. LIGHT POLES SHALL
     BE KEPT AND STORED AT THE DISCRETION OF
     THE OWNER.
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SECTION

PLAN

1" TYP1" TYP

WRAP GRATE WITH FILTER FABRIC WITH
OVERLAPPING TOP FLAPS

WRAP GRATE WITH FILTER
FABRIC WITH OVERLAPPING
TOP FLAPS

INLET SEDIMENT FILTER DETAIL
SCALE: NTS

SECTION

SILT FLOW

FILTER FABRIC

VE
RT

IC
AL

PRINCIPLE POST
POSITION (CANTED
20° TOWARD FLOW)

20°±
OPTIONAL POST
POSITIONS

ELEVATION

8"
15

" T
O

12
"

3.
0'

 M
IN

18
"

MI
N

POST OPTIONS:
SOFTWOOD 2-1/2" DIA
SOFTWOOD 2"x4"
HARDWOOD 1-1/2"x1-1/2"
STEEL 1.33 LBS/FT MIN)

6' MAX

FILTER FABRIC
(IN CONFORMANCE WITH
SEC. 985 FDOT SPEC.)

2
C-290

SILT FENCE DETAIL (TYPE III PER FDOT INDEX 102)
SCALE: NTS

1
C-290SCALE: NTS

EROSION PREVENTION AND CONTROL
CONSTRUCTION NOTES

4
C-290

FLOATING TURBIDITY BARRIER (FDOT INDEX #103)
SCALE: NTS

1. THE CONTRACTOR IS RESPONSIBLE FOR REMOVING SILT FROM THE SITE IF NOT REUSABLE ON-SITE AND
ASSURING PLAN ALIGNMENT AND GRADE IN ALL DITCHES AND SWALES AT COMPLETION OF CONSTRUCTION.

2. THE SITE CONTRACTOR IS RESPONSIBLE FOR REMOVING THE TEMPORARY EROSION AND SEDIMENT CONTROL
DEVICES AFTER COMPLETION OF CONSTRUCTION AND ONLY WHEN AREAS HAVE BEEN STABILIZED.

3. ADDITIONAL PROTECTION: ON-SITE EROSION CONTROL MEASURES IN ADDITION TO THE ABOVE MUST BE
PROVIDED TO PREVENT SILT FROM LEAVING THE PROJECT CONFINES DUE TO UNSEEN CONDITIONS OR
ACCIDENTS.

4. CONTRACTOR SHALL VIDEO TAPE THE STORM SYSTEM UPON COMPLETION TO INSURE THAT ALL PIPES, ETC
ARE CLEANED OUT AND WORKING PROPERLY AT TIME OF ACCEPTANCE.

5. THE SILT FENCE BARRIER SHALL BE ENTRENCHED AND BACKFILLED.  A TRENCH SHALL BE EXCAVATED TO A
MINIMUM DEPTH OF 8 INCHES, AFTER THE BALES ARE STAKED, THE EXCAVATED SOIL SHALL BE BACKFILLED
AND COMPACTED AGAINST THE FILTER BARRIER.

6. SILT FENCES AND FILTER BARRIERS SHALL BE INSPECTED IMMEDIATELY AFTER EACH RAINFALL AND AT LEAST
DAILY DURING PROLONGED RAINFALL.  ANY REQUIRED REPAIRS SHALL BE MADE IMMEDIATELY.  DAILY
INSPECTIONS SHALL BE MADE BY THE LANDOWNER OR ITS DESIGNEE TO DETERMINE THE EFFECTIVENESS OF
SEDIMENT AND EROSION CONTROL EFFORTS.  ANY NECESSARY REMEDIES SHALL BE PERFORMED WITHOUT
DELAY.  ALL SEDIMENT, EROSION, AND TURBIDITY CONTROL MEASURES SHALL BE IN WORKING CONDITION AT
THE END OF EACH WORKDAY.

7. SHOULD THE FABRIC ON A SILT FENCE OR FILTER BARRIERS DECOMPOSE OR BECOME INEFFECTIVE PRIOR TO
THE END OF THE EXPECTED USABLE LIFE AND THE BARRIER STILL BE NECESSARY, THE FABRIC SHALL BE
REPLACED PROMPTLY.

8. SEDIMENT DEPOSITS SHOULD BE REMOVED AFTER EACH STORM EVENT.  THEY MUST BE REMOVED WHEN
DEPOSITS REACH APPROXIMATELY ONE-THIRD THE HEIGHT OF THE BARRIER.  IT IS THE RESPONSIBILITY OF
THE LANDOWNER OR ITS DESIGNEE TO DEVELOP CONTINGENCY PLANS FOR DEALING WITH ALL WEATHER
CONDITIONS, INCLUDING THE SEVERE RAIN EVENTS (MORE THAN TWO (2) INCHES IN FOUR (4) HOURS) WHICH
MAY OCCUR REPEATEDLY DURING THE SUMMER MONTHS, AS SPECIFIED IN THE RCID LAND DEVELOPMENT
REGULATIONS.

9. THE CONTRACTOR IS RESPONSIBLE FOR THE FOLLOWING THE BEST EROSION AND SEDIMENT CONTROL
PRACTICES AS OUTLINED IN THE PLANS, SPECIFICATIONS AND SOUTH FLORIDA WATER MANAGEMENT DISTRICT
AND REEDY CREEK IMPROVEMENT DISTRICT SPECIFICATIONS AND CRITERIA.

10. FOR ADDITIONAL INFORMATION ON SEDIMENT AND EROSION CONTROL, REFER TO THE FLORIDA DEVELOPMENT
MANUAL - A GUIDE TO SOUND LAND AND WATER MANAGEMENT FROM THE STATE OF FLORIDA DEPARTMENT OF
ENVIRONMENTAL REGULATION (F.D.E.R.) CHAPTER 6.

11. EROSION AND SEDIMENT CONTROL BARRIERS SHALL BE PLACED AS INDICATED ON THE PLANS.

12. ALL DISTURBED AREAS SHALL BE GRASSED, FERTILIZED, MULCHED AND MAINTAINED UNTIL A PERMANENT
VEGETATIVE COVER IS ESTABLISHED.

13. SOD SHALL BE PLACED IN AREAS WHICH MAY REQUIRE IMMEDIATE EROSION PROTECTION TO ENSURE WATER
QUALITY STANDARDS ARE MAINTAINED.

14. ALL DEWATERING, EROSION, AND SEDIMENT CONTROL MEASURES SHALL REMAIN IN PLACE AFTER
COMPLETION OF CONSTRUCTION AND REMOVED ONLY WHEN AREAS HAVE STABILIZED.

15. THIS PLAN INDICATES THE MINIMUM EROSION AND SEDIMENT MEASURES REQUIRED FOR THIS PROJECT.  THE
CONTRACTOR IS RESPONSIBLE FOR MEETING ALL APPLICABLE RULES, REGULATIONS PERMIT CONDITIONS AND
WATER QUALITY GUIDELINES AND MAY NEED TO INSTALL ADDITIONAL CONTROLS.  ALL EROSION AND
SEDIMENT CONTROL PRACTICES MUST BE IN ACCORDANCE WITH THE RCID LAND DEVELOPMENT REGULATION
AND THE FLORIDA STORMWATER, EROSION, AND SEDIMENTATION CONTROL INSPECTORS HANDBOOK.

16. THE CONTRACTOR SHALL BE REQUIRED TO RESPOND TO ALL FDEP, WATER MANAGEMENT DISTRICT AND
REEDY CREEK IMPROVEMENT DISTRICT INQUIRES, RELATIVE TO COMPLIANCE OF EROSION AND
SEDIMENTATION CONTROL.  THE COST OF THIS COMPLIANCE SHALL BE PART OF THE CONTRACT.

17. IN THE EVENT THAT EROSION PREVENTION AND CONTROL DEVICES SHOWN IN THE EROSION CONTROL PLAN
PROVE NOT TO BE EFFECTIVE, ALTERNATE METHODS FOR MAINTAINING STATE WATER QUALITY STANDARDS
FOR DISCHARGE FROM THE CONSTRUCTION SITE WILL BE REQUIRED. ALL ALTERNATE EROSION PREVENTION
AND CONTROL DEVICES MUST BE REVIEWED AND APPROVED BY RCID DESIGNATED COMPLIANCE PERSONNEL
PRIOR TO PLACEMENT.

18. ALL EROSION PREVENTION AND CONTROL MEASURES MUST BE INSPECTED AND APPROVED BY RCID
DESIGNATED COMPLIANCE PERSONNEL PRIOR TO ANY CONSTRUCTION ACTIVITIES. REMOVAL OF THESE SAME
EROSION CONTROLS AND PREVENTION MEASURES MAY BE DONE ONLY AFTER AUTHORIZATION IS OBTAINED
FROM RCID DESIGNATED COMPLIANCE PERSONNEL. ANY DEVIATION FROM THIS PROCEDURE MAY RESULT IN
AN IMMEDIATE REQUIREMENT FOR WORK STOPPAGE.

19. DURING CONSTRUCTION THE CONTRACTOR WILL PROVIDE TEMPORARY SEEDING AND  MULCHING FOR AREAS
THAT HAVE BEEN CLEARED AND NOT REWORKED WITHIN 7 CALENDAR DAYS DURING THE WET SEASON ( APRIL
THROUGH SEPTEMBER ) AND 14 CALENDAR DAYS DURING THE DRY SEASON ( OCTOBER THROUGH MARCH ).
ALSO, ALL SIDES SLOPES SHALL BE SODDED OR SEEDED OR MULCHED WITHIN 7 DAYS DURING THE  WET
SEASON AND 14 DAYS DURING THE DRY SEASON.

20. ALL SURFACES WATER DISCHARGE FROM THIS SITE, INCLUDING DEWATERING DISCHARGE SHALL MEET STATE
WATER QUALITY STANDARDS (LESS THAN 29 NTU ABOVE BACKGROUND) PRIOR TO REACHING ANY WATERS OF
THE STATE, INCLUDING WETLANDS.  THE CONTRACTOR SHALL SUBMIT A DEWATERING PERMIT APPLICATION AT
LEAST 21 DAYS PRIOR TO ANTICIPATED COMMENCEMENT OF ANY DEWATERING ACTIVITIES. THE CONTRACTOR
SHALL NOT BEGIN DEWATERING UNTIL THE DISTRICT HAS APPROVED THE PROPOSED ACTIVITY AND AN
INSPECTION OF THE SYSTEM HAS BEEN CONDUCTED.

21. ADDITIONAL FULL LENGTH TURBIDITY BARRIERS MAY BE REQUIRED.  ADDITIONAL EROSION CONTROLS MAY BE
REQUIRED AT THE DISCRETION OF RCID COMPLIANCE.

22. STAKED TURBIDITY BARRIERS MAY BE REQUIRED AGAINST WETLANDS WHERE WORK IS BEING CONDUCTED.

23. PRIOR TO THE START OF EXCAVATION ALONG THE SHORELINE OF BAY LAKE, THE CONTRACTOR SHALL SUBMIT
A DETAILED EROSION CONTROL PLAN FOR THIS WORK AND ATTEND A PRE-CONSTRUCTION MEETING WITH
RCID COMPLIANCE PERSONNEL.

24. WRITTEN APPROVAL OF THE EROSION CONTROL PLAN, NOI, AND NARRATIVE SWPPP MUST BE RECEIVED FROM
RCID BEFORE PROCEEDING WITH PROJECT CONSTRUCTION AND PRIOR TO SUBMITTING TO FDEP. APPROVAL
OF THE PROPOSED PLAN BY RCID DOES NOT RELIEVE THE LANDOWNER OR ITS DESIGNEE FROM MEETING ALL
LOCAL, STATE, AND FEDERAL DISCHARGE STANDARDS.

25. CONTRACTOR SHALL NOTIFY NCID COMPLIANCE PERSONNEL OF THE PROJECT PRE-CONSTRUCTION MEETING
PRIOR TO COMMENCEMENT OF CONSTRUCTION.

26. RCID DOES NOT ALLOW EARTHEN DITCH BLOCKS OR DAMS OR OTHER ERODIBLE MATERIAL TO BE PLACED IN
LIVE STREAMS, CANALS, OR ACTIVE WATER BODIES.  DITCH BLOCKS OR DAMS MUST BE COMPOSED OF
NON-ERODIBLE MATERIALS.  MATERIALS COMMONLY APPROVED BY RCID ARE SHEET PILES, PORTABLE
COFFERDAMS, INFLATABLE WATER STRUCTURE, AND OTHER COMPARABLE DEVICES.

27. RCID MAY ELECT TO RESTRICT OR PROHIBIT CERTAIN EROSION CONTROL BEST MANAGEMENT PRACTICES DUE
TO POOR PERFORMANCE OR BECAUSE THE DEVICE(S) MAY INCREASE ENVIRONMENTAL DEGRADATION. IT IS
THE RESPONSIBILITY OF THE LANDOWNER OR ITS DESIGNEE TO INQUIRE ABOUT THESE RESTRICTIONS.

28. HAY BALES ARE NOT ALLOWED AS AN EROSION CONTROL DEVICE WITHIN THE REEDY CREEK IMPROVEMENT
DISTRICT.

29. THE CONTRACTOR SHALL SUBMIT A TURBIDITY CONTROL PLAN TO RCID COMPLIANCE FOR REVIEW AND
APPROVAL FOR ANY WORK WITHIN 10 FEET OF A WETLAND OR WATER BODY PRIOR TO THE START OF
CONSTRUCTION ACTIVITIES.

NOTE: WHERE FDOT SPECS AND INDEX ARE REFERENCED, PLEASE REFER TO FDOT,
ROADWAY & TRAFFIC DESIGN STANDARDS, AND FDOT STANDARD SPECIFICATIONS
FOR ROAD & BRIDGE CONSTRUCTION, LATEST EDITIONS.
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Slotted PVC Connector Pipe (Metal
Collar Reinforced)

5/16" Vinyl Sheathed EAW Steel Cable (9800 Lbs.
Breaking Strength) With Galvanized Connectors (Tool
Free Disconnect)

Closed Cell Solid Plastic Foam Flotation (8"
Dia. Equiv.) (17 lbs. Per Ft. Buoyancy)

18 Oz. Nylon Reinforced PVC Fabric (300
psi Test)

Stress Plate

D2

5/16" Galvanized Chain

D1 18 Oz. Nylon Reinforced PVC
Fabric (300 psi Test) With Lacing
Grommets 1/4" Galvanized Chain

Closed Cell Solid Plastic Foam Flotation (6" Dia. Equiv.)
(12 Lbs. Per Ft. Buoyancy)

5/8" Polypro Rope (600
lb. Breaking Strength)

D2

TYPE ~~ TYPE ~
D1 =5' Std. (Single Panel For Depths 5' or Less).
D2 =5' Std. (Additional Panel For Depths > 5').
Curtain To Reach Bottom Up To Depths Of 10 Feet.
Two(2) Panels To Be Used For Depths Greater Than
10 Feet Unless Special Depth Curtains Specifically Called
For In The Plans Or As Determined By The Engineer.

NOTICE:  COMPONENTS OF TYPES I AND II MAY BE SIMILAR OR
IDENTICAL TO PROPRIETARY DESIGNS.  ANY INFRINGEMENT ON THE PROPRIETARY
RIGHTS OF THE DESIGNER SHALL BE THE SOLE RESPONSIBILITY OF THE USER.
SUBSTITUTIONS FOR TYPES I AND II  SHALL BE AS APPROVED BY THE ENGINEER.

Shore Line

Limits Of Const.

Limits Of Const.

Shore Line

Turbidity
Barriers

Stream Or Tidal

Creek

Note:
Turbidity barriers for flowing streams and tidal creeks may be
either floating, or staked types or any combinations of types that
will suit site conditions and meet erosion control and water quality
requirements.  The barrier type(s) will be at the Contractors option
unless otherwise specified in the plans, however payment will be
under the pay item(s) established in the plans for Floating
Turbidity Barrier and/or Staked Turbidity Barrier.  Posts in staked
turbidity barriers to be installed in vertical position unless
otherwise directed by the Engineer.

Post (Options:  2" x 4" Or 2-1/2" Min.
Dia. Wood;  Steel 1.33 Lbs/Ft. Min.)

18 Oz. Nylon Reinforced PVC Fabric
(300 psi Test)

6' Max.

5' 
Or

 M
or

e

18
" M

in. 8"
3'

STAKED TURBIDITY BARRIER

FLOATING TURBIDITY BARRIER

GENERAL NOTES
1.  Floating turbidity barriers are to be paid for under the contract unit

price for Floating Turbidity Barrier, LF.

2.  Staked turbidity barriers are to be paid for under the contract unit price
for Staked Turbidity Barrier, LF.

TURBIDITY BARRIER APPLICATIONS

LEGEND
Pile Locations

Dredge Or Fill Area

Mooring Buoy w/Anchor
Anchor
Barrier Movement
Due To Current Action

100
'

Typ
ica

l

Existing
Causeway

Proposed Toe Of Slope

10
0'

Ty
pic

al

Shore Line

100'

Typical
100'
Typical

Current

Structure Alignment

NOTES:

1.  Turbidity barriers are to be used in all permanent bodies of water regardless of water depth.

2.  Number and spacing of anchors dependent on current velocities.

3.  Deployment of barrier around pile locations may vary to accommodate construction operations.

4.  Navigation may require segmenting barrier during construction operations.

5. Additional turbidity barriers may be required during construction.

6.  For additional information see Section 104 of the Standard Specifications.

7.  All floating turbidity barriers must be full depth.

3
C-290

CONSTRUCTION ACCESS ENTRANCE DETAIL
SCALE: NTS

JOINT

ISOMETRIC VIEW

PIPE SECTION

JOINT SECTION (BEFORE PULL-UP)

WOVEN OR NON-WOVEN
FILTER FABRIC

3'

6' MIN.

3'

JOINT (SEE DETAIL BELOW FOR
APPLICATION OF PREFORMED
PLASTIC GASKET)

DOUBLE GASKET
(PREFORMED PLASTIC)

METAL STRAPPING

PRIMER

PRIMER

OVERLAP 2' MIN.

FOR ALL PIPE TYPES, CONCRETE PIPE SHOWN.

6
C-290SCALE: NTS

FILTER FABRIC JACKET  (FDOT INDEX #280)
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EXISTING POND 6/ LAKE

EXISTING
CABANA

BUILDING 9A
(TO REMAIN)

EXISTING POND 6/ LAKE

LIMITS OF CONSTRUCTION.

EXISTING TREE.

EXISTING DRAINAGE/UTILITY PIPE TO REMAIN.

EXISTING DRAINAGE/UTILITY TO BE REMOVED.

EARLY WORK STORM PIPE

EARLY WORK MANHOLE

EXISTING AREA DRAIN INLET

EXISTING STORM MANHOLE

LEGEND  

1. SEE IRRIGATION DRAWINGS FOR IRRIGATION SYSTEM
DEMOLITION INFORMATION.

2. SEE ELECTRICAL DRAWINGS FOR ELECTRICAL SYSTEM
DEMOLITION INFORMATION.

3. ALL EXISTING DRAINAGE PIPES AND STRUCTURES ARE TO
    REMAIN UNLESS OTHERWISE NOTED.

4. CONTRACTOR SHALL MAINTAIN POSITIVE WATER FLOW
    IN EXISTING ROOF DRAIN SYSTEM IN AREAS IMPACTED
    BY CONSTRUCTION.
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WETLAND
W30.1B1

EXISTING
POND 7

REMOVE 6" SANITARY LINE.

GROUT EXISTING INVERT IN AT
ELEVATION = 86.15

RELOCATE EXISTING FIRE
HYDRANT ASSEMBLY.
SEE SHEET CM-304 FOR
PROPOSED LOCATION.

RELOCATE EXISTING FDC CONNECTION.
CONTRACTOR SHALL FIELD VERIFY LOCATION OF
FDC LINE PRIOR TO THE START OF CONSTRUCTION.
SEE SHEET T-CM-204 PROPOSED LOCATION.

LIMITS OF CONSTRUCTION.

EXISTING TREE.

EXISTING DRAINAGE/UTILITY PIPE TO REMAIN.

EXISTING DRAINAGE/UTILITY TO BE REMOVED.

EARLY WORK STORM PIPE

EARLY WORK MANHOLE

EXISTING AREA DRAIN INLET

EXISTING STORM MANHOLE

LEGEND  

1. SEE IRRIGATION DRAWINGS FOR IRRIGATION SYSTEM
DEMOLITION INFORMATION.

2. SEE ELECTRICAL DRAWINGS FOR ELECTRICAL SYSTEM
DEMOLITION INFORMATION.

3. ALL EXISTING DRAINAGE PIPES AND STRUCTURES ARE TO
    REMAIN UNLESS OTHERWISE NOTED.

4. CONTRACTOR SHALL MAINTAIN POSITIVE WATER FLOW
    IN EXISTING ROOF DRAIN SYSTEM IN AREAS IMPACTED
    BY CONSTRUCTION.
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EXISTING
PORTE-COCHERE

TO REMAIN

EXISTING
CHECK IN
BUILDING

TO REMAIN
FEE = 91.50

CONVENTION
CENTER

(TO REMAIN)
FEE = 91.50

REMOVE
EXISTING INLET

TOP

REMOVE
EXISTING INLET

TOP

REMOVE
EXISTING 30"
STORM PIPE.

REMOVE EXISTING 24"
STORM PIPE AND INLET.

REMOVE
EXISTING
STORM PIPE.

REMOVE
EXISTING CURB
INLET.

REMOVE EXISTING 18"
STORM PIPE AND INLET.

REMOVE APPROXIMATELY
35 LF OF EXISTING 36"
STORM PIPE.

REMOVE EXISTING 30" STORM
PIPE AND EXISTING CURB INLETS .

REMOVE
EXISTING 24"
STORM PIPE.

REMOVE
EXISTING INLET.

REMOVE
EXISTING 15"
STORM PIPE.

REMOVE EXISTING 15" STORM
PIPE AND EXISTING CURB INLETS .

REMOVE EXISTING INLET
AND 6" STORM PIPE.  CAP
INVERT CONNECTION TO
42" STORM PIPE.

REMOVE EXISTING
15" RCP.

REMOVE 44 LF OF
EXISTING 15"
STORM PIPE AND CAP UNTIL
INSTALLAATION OF STORM
INLET D-123 SHOWN ON SHEET
T-C-206

LIMITS OF CONSTRUCTION.

EXISTING TREE.

EXISTING DRAINAGE/UTILITY PIPE TO REMAIN.

EXISTING DRAINAGE/UTILITY TO BE REMOVED.

EARLY WORK STORM PIPE

EARLY WORK MANHOLE

EXISTING AREA DRAIN INLET

EXISTING STORM MANHOLE

LEGEND  

1. SEE IRRIGATION DRAWINGS FOR IRRIGATION SYSTEM
DEMOLITION INFORMATION.

2. SEE ELECTRICAL DRAWINGS FOR ELECTRICAL SYSTEM
DEMOLITION INFORMATION.

3. ALL EXISTING DRAINAGE PIPES AND STRUCTURES ARE TO
    REMAIN UNLESS OTHERWISE NOTED.

4. CONTRACTOR SHALL MAINTAIN POSITIVE WATER FLOW
    IN EXISTING ROOF DRAIN SYSTEM IN AREAS IMPACTED
    BY CONSTRUCTION.
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MATCH EXISTING ELEVATIONS
AT SIDEWALK CONNECTION.

EXISTING POND 6/ LAKE

EXISTING POND 8

LIMITS OF CONSTRUCTION.

PROPOSED CONSTRUCTION.

EXISTING TO REMAIN.

PROPOSED SPOT ELEVATION.

EXISTING SPOT ELEVATION.

PROPOSED CONTOUR LINE.

EXISTING CONTOUR LINE.

PROPOSED SURFACE FLOW.

GRADE BREAK.

PROPOSED DRAINAGE INLETS.

PROPOSED STORM PIPE

EXISTING STORM PIPE

LEGEND

108.65

108

91 LF OF 15" RCP @ 0.2%

NOTES
1. ELEVATIONS FOR THE PROPOSED BOARDWALK ARE
   SHOWN FOR ELEVATION PURPOSES ONLY. SEE THE
   STRUCTURAL PLAN FOR MORE SPECIFIC DETAIL
   REGARDING CONSTRUCTION OF THE BOARDWALKS.

91 LF OF 15" RCP @ 0.2%
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FFE = 91.34

MATCH EXISTING ELEVATIONS
AT SIDEWALK CONNECTION.

EXISTING POND 6/LAKE

LIMITS OF CONSTRUCTION.

PROPOSED CONSTRUCTION.

EXISTING TO REMAIN.

PROPOSED SPOT ELEVATION.

EXISTING SPOT ELEVATION.

PROPOSED CONTOUR LINE.

EXISTING CONTOUR LINE.

PROPOSED SURFACE FLOW.

GRADE BREAK.

PROPOSED DRAINAGE INLETS.

PROPOSED STORM PIPE

EXISTING STORM PIPE

LEGEND

108.65

108

91 LF OF 15" RCP @ 0.2%

NOTES
1. ELEVATIONS FOR THE PROPOSED BOARDWALK ARE
   SHOWN FOR ELEVATION PURPOSES ONLY. SEE THE
   STRUCTURAL PLAN FOR MORE SPECIFIC DETAIL
   REGARDING CONSTRUCTION OF THE BOARDWALKS.
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HOTEL TOWER
FFE = 106.00 (LEVEL 02)
FFE = 92.00 (LEVEL 01)

MATCH EXISTING ELEVATIONS
AT BRIDGE CONNECTION.

MATCH EXISTING ELEVATIONS
AT SIDEWALK CONNECTION.

RETAINING WALL
SEE STRUCTURAL

PLAN FOR MORE
INFORMATION

12" CO
12" INV. = 87.90

12" DSC
12" INV = 88.00

4 LF - 12" PVC

26 LF - 12" PVC

BORE AND CONNECT
TO EXD9.190 AT
INV = 84.00

MES STRUCTURE
INV = 79.00

125 LF - 12" PVC

5.51%

LIMITS OF CONSTRUCTION.

PROPOSED CONSTRUCTION.

EXISTING TO REMAIN.

PROPOSED SPOT ELEVATION.

EXISTING SPOT ELEVATION.

PROPOSED CONTOUR LINE.

EXISTING CONTOUR LINE.

PROPOSED SURFACE FLOW.

GRADE BREAK.

PROPOSED DRAINAGE INLETS.

PROPOSED STORM PIPE

EXISTING STORM PIPE

LEGEND

108.65

108

91 LF OF 15" RCP @ 0.2%

NOTES
1. ELEVATIONS FOR THE PROPOSED BOARDWALK ARE
   SHOWN FOR ELEVATION PURPOSES ONLY. SEE THE
   STRUCTURAL PLAN FOR MORE SPECIFIC DETAIL
   REGARDING CONSTRUCTION OF THE BOARDWALKS.
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NWL  86.80
10YR/72HR  87.99
100YR/72HR 88.21

POND 7

CONNECT TO EXISTING
STORM MANHOLE D-5
AT INVERT=84.14.

MATCH
EXISTING GRADES
ON ROAD.

MATCH
EXISTING GRADES
IN PARKING LOT.

CONNECT TO EXISTING
STORM STRUCTURE

MATCH
EXISTING GRADES
IN PARKING LOT
AND ROAD.

WETLAND
W30.1B1

EXISTING
POND 7

LIMITS OF CONSTRUCTION.

PROPOSED CONSTRUCTION.

EXISTING TO REMAIN.

PROPOSED SPOT ELEVATION.

EXISTING SPOT ELEVATION.

PROPOSED CONTOUR LINE.

EXISTING CONTOUR LINE.

PROPOSED SURFACE FLOW.

GRADE BREAK.

PROPOSED DRAINAGE INLETS.

PROPOSED STORM PIPE

EXISTING STORM PIPE

LEGEND

108.65

108

91 LF OF 15" RCP @ 0.2%

NOTES
1. ELEVATIONS FOR THE PROPOSED BOARDWALK ARE
   SHOWN FOR ELEVATION PURPOSES ONLY. SEE THE
   STRUCTURAL PLAN FOR MORE SPECIFIC DETAIL
   REGARDING CONSTRUCTION OF THE BOARDWALKS.
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NWL  86.50
10YR/72HR  87.79
100YR/72HR 88.29

POND 6/LAKE

MATCH EXISTING ELEVATIONS
AT SIDEWALK CONNECTION.

CONVENTION CENTER
(TO REMAIN)
FEE = 91.50

EXISTING POND 6/ LAKE

LIMITS OF CONSTRUCTION.

PROPOSED CONSTRUCTION.

EXISTING TO REMAIN.

PROPOSED SPOT ELEVATION.

EXISTING SPOT ELEVATION.

PROPOSED CONTOUR LINE.

EXISTING CONTOUR LINE.

PROPOSED SURFACE FLOW.

GRADE BREAK.

PROPOSED DRAINAGE INLETS.

PROPOSED STORM PIPE

EXISTING STORM PIPE

LEGEND

108.65

108

91 LF OF 15" RCP @ 0.2%

NOTES
1. ELEVATIONS FOR THE PROPOSED BOARDWALK ARE
   SHOWN FOR ELEVATION PURPOSES ONLY. SEE THE
   STRUCTURAL PLAN FOR MORE SPECIFIC DETAIL
   REGARDING CONSTRUCTION OF THE BOARDWALKS.
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HOTEL TOWER
FFE = 106.00 (LEVEL 02)
FFE = 92.00 (LEVEL 01)

CONNECT PROPOSED 30" STORM
PIPE TO EXISTING CURB INLET D9.90
AT INVERT 81.10.

INSTALL DOGHOUSE
STORM MANHOLE D-132

OVER EXISTING 36"
STORM PIPE.

REPLACE THE TOP OF
EXISTING CURB INLET
D9.100 WITH A STORM
MANHOLE TOP.

MATCH
EXISTING GRADES

ON  ROAD.

MATCH
EXISTING
GRADES
ON ROAD.

MATCH
EXISTING
GRADES

ON ROAD.

CONNECT PROPOSED
15" STORM PIPE TO

EXISTING STORM
MANHOLE D9.155 AT

INVERT 82.64.

CONNECT EXISTING 15"
STORM PIPE TO

PROPOSED INLET D-123.

GUARD HOUSE
FFE = 98.10PORTE COCHERE ROOF

DRAIN CONNECTION
(TBD)

BUS CANOPY ROOF
DRAIN CONNECTION

(TBD)

BUS CANOPY ROOF
DRAIN CONNECTION
(TBD)

26 LF - 12" PVC

EXISTING
PORTE-COCHERE

TO REMAIN

EXISTING
CHECK IN
BUILDING

TO REMAIN
FEE = 91.50

CONVENTION
CENTER

(TO REMAIN)
FEE = 91.50

LIMITS OF CONSTRUCTION.

PROPOSED CONSTRUCTION.

EXISTING TO REMAIN.

PROPOSED SPOT ELEVATION.

EXISTING SPOT ELEVATION.

PROPOSED CONTOUR LINE.

EXISTING CONTOUR LINE.

PROPOSED SURFACE FLOW.

GRADE BREAK.

PROPOSED DRAINAGE INLETS.

PROPOSED STORM PIPE

EXISTING STORM PIPE

LEGEND

108.65

108

91 LF OF 15" RCP @ 0.2%

NOTES
1. ELEVATIONS FOR THE PROPOSED BOARDWALK ARE
   SHOWN FOR ELEVATION PURPOSES ONLY. SEE THE
   STRUCTURAL PLAN FOR MORE SPECIFIC DETAIL
   REGARDING CONSTRUCTION OF THE BOARDWALKS.
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NWL  85.40
10YR/72HR  88.54
100YR/72HR 88.74

POND 9/BVD-6

25'

WETLAND

BUFFER

25'WETLANDBUFFER

WETLAND
W12.10B

BUENA VISTA D
RIVE

WETLAND
W30.1B1

EXISTING
POND 9/BVD-6

EXISTING
POND 7

LIMITS OF CONSTRUCTION.

PROPOSED CONSTRUCTION.

EXISTING TO REMAIN.

PROPOSED SPOT ELEVATION.

EXISTING SPOT ELEVATION.

PROPOSED CONTOUR LINE.

EXISTING CONTOUR LINE.

PROPOSED SURFACE FLOW.

GRADE BREAK.

PROPOSED DRAINAGE INLETS.

PROPOSED STORM PIPE

EXISTING STORM PIPE

LEGEND

108.65

108

91 LF OF 15" RCP @ 0.2%

NOTES
1. ELEVATIONS FOR THE PROPOSED BOARDWALK ARE
   SHOWN FOR ELEVATION PURPOSES ONLY. SEE THE
   STRUCTURAL PLAN FOR MORE SPECIFIC DETAIL
   REGARDING CONSTRUCTION OF THE BOARDWALKS.
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NWL  85.40
10YR/72HR  88.54
100YR/72HR 88.74

POND 9/BVD-6

EXISTING HEADWALL
INVERT = 75.40

MATCH
EXISTING GRADES

ON  ROAD.

BU
EN

A 
VI

ST
A 

DR
IV

E

EXISTING
POND 9/BVD-6

CONVENTION
CENTER

(TO REMAIN)
FEE = 91.50

LIMITS OF CONSTRUCTION.

PROPOSED CONSTRUCTION.

EXISTING TO REMAIN.

PROPOSED SPOT ELEVATION.

EXISTING SPOT ELEVATION.

PROPOSED CONTOUR LINE.

EXISTING CONTOUR LINE.

PROPOSED SURFACE FLOW.

GRADE BREAK.

PROPOSED DRAINAGE INLETS.

PROPOSED STORM PIPE

EXISTING STORM PIPE

LEGEND

108.65

108

91 LF OF 15" RCP @ 0.2%

NOTES
1. ELEVATIONS FOR THE PROPOSED BOARDWALK ARE
   SHOWN FOR ELEVATION PURPOSES ONLY. SEE THE
   STRUCTURAL PLAN FOR MORE SPECIFIC DETAIL
   REGARDING CONSTRUCTION OF THE BOARDWALKS.
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DRAINAGE STRUCTURE TABLE

STRUCTURE
NAME

D-101

D-102

D-103

D-109

D-111

D-112

D-114

D-116

D-117

D-118

D-123

D-124

D-127

D-128

D-129

D-130

D-131

D-132

D-133

D-139

STRUCTURE
DESCRIPTION

FDOT TYPE 5 CURB INLET

TYPE E INLET

TYPE E INLET

TYPE E INLET

TYPE E INLET

TYPE E INLET

TYPE E INLET

FDOT TYPE 5 CURB INLET

FDOT TYPE 5 CURB INLET

FDOT TYPE 5 CURB INLET

TYPE E INLET

FDOT TYPE 6 CURB INLET

FDOT TYPE 5 CURB INLET

TYPE E INLET

TYPE E INLET

TYPE E INLET

TYPE E INLET

STORM MANHOLE

TYPE E INLET

TYPE E INLET

NORTHING
EASTING

N:43648.47
E:16514.34

N:43106.50
E:16096.67

N:43179.21
E:16486.67

N:42838.98
E:16262.50

N:42914.49
E:15987.49

N:42740.18
E:16188.60

N:42876.86
E:15942.10

N:43123.23
E:16453.54

N:43069.66
E:16408.70

N:43036.80
E:16346.41

N:43046.72
E:15864.24

N:43217.21
E:15929.10

N:43624.87
E:16602.40

N:43487.27
E:16660.58

N:43569.33
E:16601.86

N:42822.48
E:16065.82

N:42910.94
E:16146.90

N:42973.29
E:16092.56

N:43076.61
E:15980.45

N:43462.10
E:16606.11

RIM/GRATE
ELEVATION

96.95

91.98

93.50

90.61

90.70

89.04

90.06

93.00

92.58

92.44

88.22

89.65

93.30

90.65

93.00

89.16

92.16

93.53

89.42

93.35

PIPE INVERT

INV OUT=91.70 E 24" RCP

INV IN=86.73 N 18" RCP
INV OUT=86.73 W 24" RCP

INV IN=86.42 SW 24" RCP
INV IN=86.42 NW 18" RCP
INV OUT=86.42 NE 30" RCP

INV OUT=85.90 NW 18" RCP

INV IN=81.95 SE 24" RCP
INV OUT=81.95 SW 24" RCP

INV OUT=83.29 NW 18" RCP

INV IN=81.65 NE 24" RCP
INV OUT=81.65 SW 30" RCP

INV IN=86.63 SW 24" RCP
INV OUT=86.63 NE 24" RCP

INV IN=87.53 SW 18" RCP
INV OUT=87.33 NE 24" RCP

INV OUT=88.24 NE 18" RCP

INV IN=81.69 E 30" RCP
INV IN=82.80 W 15" EXIST. RCP
INV OUT=81.69 S 36" RCP

INV IN=82.49 NE 18" RCP
INV OUT=82.49 SE 18" RCP

INV IN=88.05 W 24" RCP
INV OUT=88.05 S 24" RCP

INV IN=84.85 SW 18" RCP
INV IN=84.85 S 18" RCP
INV OUT=84.85 E 30" RCP

INV IN=87.21 N 24" RCP
INV OUT=87.21 NE 30" RCP

INV IN=82.55 SE 18" RCP
INV OUT=82.55 NW 24" RCP

INV IN=85.22 SE 18" RCP
INV OUT=85.22 NW 24" RCP

INV IN=81.63 SE 24" RCP
INV OUT=81.63 W 36" EXIST. RCP

INV IN=84.71 E 24" RCP
INV IN=82.04 N 24" RCP
INV OUT=82.04 W 30" RCP

INV IN=88.89 SW 15" RCP
INV OUT=88.64 NE 18" RCP

DRAINAGE STRUCTURE TABLE

STRUCTURE
NAME

D-140

D-143

D-146

D-151

D-152

D-153

D-154

D-155

D-156

D-157

D-158

D-159

D-160

D-161

EX-D1

EX-D2

EX-D4

EX-D4A

EX-D5

EX-D6

STRUCTURE
DESCRIPTION

FDOT TYPE 5 INLET

STORM MANHOLE

TYPE E INLET

TRENCH DRAIN
ZURN Z886 (8615).  22 LF

TRENCH DRAIN
ZURN Z886 (8615).  29 LF

TYPE E INLET

FDOT TYPE 5 CURB INLET

TYPE E INLET

TYPE E INLET

TYPE E INLET

TYPE E INLET

YARD DRAIN

TRENCH DRAIN
ZURN Z886 (8615).  15 LF

STORM MANHOLE

REMOVE STORM MANHOLE TOP
AND INSTALL FDOT TYPE 5

CURB INLET

EXISTING STORM MANHOLE
ADJUST EXISTING RIM ELEVATION

TO 95.54

Null Structure

REMOVE STORM MANHOLE TOP
AND INSTALL FDOT TYPE 5

CURB INLET

EXISTING STORM MANHOLE

EXISTING STORM MANHOLE

NORTHING
EASTING

N:43333.47
E:16401.90

N:42977.82
E:15889.52

N:43279.58
E:16646.97

N:43646.09
E:16332.94

N:43658.79
E:16281.97

N:43179.55
E:16124.24

N:43217.68
E:16138.63

N:43181.13
E:15950.67

N:43228.48
E:16567.46

N:43388.39
E:16693.91

N:43411.76
E:16497.18

N:43726.16
E:16460.34

N:43659.07
E:16303.60

N:43654.42
E:16333.34

N:43712.58
E:16407.24

N:43669.06
E:16556.19

N:43598.07
E:16651.86

N:43663.82
E:16624.09

N:43499.09
E:16693.67

N:43282.08
E:16703.32

RIM/GRATE
ELEVATION

98.50

89.98

91.21

3.31

88.84

93.12

94.18

89.59

91.76

91.44

98.86

91.00

89.72

91.00

92.61

95.54

87.07

92.41

89.47

88.29

PIPE INVERT

INV OUT=93.79 SE 18" RCP

INV IN=81.47 N 36" RCP
INV OUT=81.47 S 42" EXIST. RCP

INV IN=84.87 SW 30" RCP
INV OUT=84.87 E 36" RCP

INV OUT=89.75 N 15" RCP

INV OUT=87.59 NE 15" RCP

INV IN=88.41 N 18" RCP
INV OUT=88.41 S 18" RCP

INV OUT=89.47 S 18" RCP

INV IN=82.36 NW 18" RCP
INV OUT=82.36 S 24" RCP

INV IN=85.96 SW 30" RCP
INV OUT=85.96 NE 30" RCP

INV OUT=86.73 N 18" RCP

INV OUT=94.27 NE 15" RCP

INV OUT=82.72 E 6" PVC

INV OUT=88.47 E 15" RCP

INV IN=86.56 S 15" RCP
INV IN=86.56 W 15" RCP
INV OUT=86.56 NE 15" RCP

INV IN=85.62 SW 15" RCP
INV IN=83.05 NW 30" EXIST. RCP
INV OUT=82.09 E 30" EXIST. RCP

INV IN=81.53 W 30" EXIST. RCP
INV OUT=81.53 E 42" EXIST. RCP

INV IN=83.98 SW 30" RCP
INV IN=81.19 NW 42" EXIST. RCP

INV IN=81.39 W 42" EXIST. RCP
INV OUT=81.39 SE 42" EXIST. RCP

INV IN=84.14 W 30" RCP

INV IN=84.57 W 36" RCP

DRAINAGE STRUCTURE TABLE

STRUCTURE
NAME

EX-D9.90

EX-D9.95

EX-D9.155

EX-D108

STRUCTURE
DESCRIPTION

EXISTING CURB INLET

EXISTING STORM STRUCTURE

EXISTING STORM MANHOLE

EXISTING STORM MANHOLE

NORTHING
EASTING

N:42844.56
E:15910.08

N:42958.89
E:15891.17

N:43278.41
E:15975.56

N:43714.31
E:16351.55

RIM/GRATE
ELEVATION

89.08

89.78

90.62

92.00

PIPE INVERT

INV IN=81.10 NE 30" RCP
INV IN=81.10 N 42" EXIST. RCP
INV OUT=81.00 SW 48" EXIST. RCP

INV IN=81.43 E 36" EXIST. RCP
INV IN=81.43 N 42" EXIST. RCP
INV OUT=81.33 S 42" EXIST. RCP

INV IN=82.64 NW 8" EXIST. PVC
INV OUT=82.64 SW 18" RCP

INV IN=83.98 SW 15" RCP
INV IN=76.24 S 42" EXIST. RCP
INV OUT=76.24 W 42" EXIST. RCP
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LOCAL OFFICE:
482 SOUTH KELLER RD.
ORLANDO, FL 32810
TEL. 407.647.7275
FAX. 407.806.4500

CORPORATE OFFICE:
4030 W. BOY SCOUT BLVD.
TAMPA, FLORIDA 33607
FBPR CERTIFICATE OF
AUTHORIZATION NO.24

www.atkinsglobal.com

PLAN DESIGN ENABLE

03
/03

/17
50

%
 D

ES
IG

N 
DE

VE
LO

PM
EN

T
04

/26
/17

10
0%

 D
ES

IG
N 

DE
VE

LO
PM

EN
T


